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Abstract

The enemy's synergistic deployment of low observable (LO) airborne threats and stand-

off/escort jammers may defeat USAF fighter/interceptor air-to-air radars. A potential solution

to this problem is to employ an adaptive beamformer. An adaptive beamformer can be used to

cancel interferences while allowing desired signals to be passed from other directions. The jamming

signal can be eliminated by either 1) placing a null in the direction of the jammer, or 2) coherently

cancelling the jamming signal.

Fighter aircraft equipped with X-Band radars having an adaptive beamforming capability

exhibit degraded performance due to radome multipath reflections (RMR). The reflections from

the radome into the antenna array degrade the pattern by causing the formation of large sidelobes.

This phenomenon makes detection of LO targets difficult when jamming enters the high RMR

sidelobes. The combination of broadband jammers and the radar operating in a high-resolution

mode (wide frequency bandwidth) requires a broadband beamformer to solve the problem. Future

low radar cross section (RCS) radomes will degrade the beampattern even more, making the prob-

lem worse. Actual radomes are curved and cause reflected wavefronts to be nonplanar. Analyzing

beamformer performance under these conditions is difficult, since the beamformer response is de-

fined as the amplitude and phase change experienced by a complex plane wave as a function of

frequency and location. To work with planar wavefronts and for the sake of simplicity, we model

the radome as two flat plates parallel to array broadside (one at each end of the array). This

radome model demonstrates degraded beamformer performance by causing large sidelobes to form.

This approximates the characteristics of the multipath environment caused by a real radome. The

ability of a linearly constrained, minimum variance beamformer to cancel interference arriving in

the sidelobes is evaluated. The cancellation performance depends on how many taps are employed

and the source frequency bandwidth.

vi



ANALYZING ADAPTIVE BEAMFORMER PERFORMANCE

IN A STABLE MULTIPATH ENVIRONMENT

L Introduction

1.1 Background

The enemy's synergistic deployment of low observable (LO) airborne threats and stand-

off/escort jammers may defeat USAF fighter/interceptor air-to-air radars. A potential solution

to this problem is to employ an adaptive beamformer, which consists of an antenna array with

weights. An adaptive beamformer can be used to cancel interferences while passing desired signals

from other directions. The jamming signal can be eliminated by either 1) placing a null in the

direction of the jammer, or 2) coherently cancelling the jamming signal.

1.2 Problem

The presence of the aircraft radome in front of radar antennas degrades adaptive beamformer

performance. The reflections from the radome into the antenna array degrade the pattern by

causing the formation of large sidelobes. This phenomenon makes detection of LO targets difficult

when jamming enters the high RMR lobes. These RMR sidelobes form because energy reflects

into the main and other high gain beams. If a jammer is located in the direction of a high RMR

sidelobe, a large amount of the beamformer output power will be due to energy reflected into the

main beam. In this case a null formed in the direction of the jammer will not attenuate interferer

energy which enters the main beam. One solution is to put a null in the main beam. This is not a

good idea because this causes desired signals to also be attenuated. Thus, jammer signals must be

coherently cancelled so that desired signals can be detected.
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1.3 Assumptions

All data are assumed to be wide sense stationary (WSS), which means the data covariance

matrix is independent of time. The data received by the array are assumed to be zero mean.

All desired signals are assumed to be uncorrelated with all interfering signals. The signals and

interferers are uncorrelated with the noise, which is white. The sources are assumed to originate

as points in the far field.

The radome is assumed to be perfectly smooth; no random phase is associated with reflecting

off the plates. The signal is only attenuated in amplitude. Only a single bounce off the plate into

the array is analyzed. All discussion of frequency is in terms of normalized frequency.

1.4 Scope

The scope of this thesis is limited to modeling the radome as two flat plates. The direct path

signal through the first plate and the first bounce signal off the second plate are generated and

used as input to a fully adaptive beamformer. The output power as a function of the number of

taps is calculated to determine the amount of interference cancellation obtained.

1.5 Approach

The radome is modeled to simulate its effect on beamformer performance. Since beamformer

response is defined in terms of the amplitude and phase change experienced by a complex plane wave

as a function of frequency and location, a radome model which supports plane waves is developed.

The radome is modeled as two flat plates with reflection coefficients which are functions of angle.

This radome model is used to simulate the RMR environment.

The beamformer to be analyzed consists of an equally spaced, linear array of antenna el-

ements along with weights. The number of antenna elements and taps (in the broadband case)

is variable. Taps are added behind each sensor in the broadband case to provide for frequency
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domain filtering over the signal bandwidth. For a detailed discussion on nonzero bandwidth signals

and analysis of tapped delay-line arrays, see Compton's book [91. The criteria for weight selec-

tion is linearly constrained, power minimization, also referred to as linearly constrained, minimum

variance (LCMV) bearnforming. Before evaluating beamformers in a multipath environment, nar-

rowband and broadband beamformers are designed and validated by comparing results to those in

the literature.

Using the radome model described above, a RMR environment is generated . A jammer

is placed in a large RMR sidelobe, so that energy reflects into the main beam. The ability of

the beamformer to cancel this jamming signal is evaluated by observing the output power of the

beamformer in the direction of the jammer.
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I. Literature Review

This section presents a summary of research in the area of adaptive beamforming. It starts

out with general beamforming concepts and then reviews data generation and other more specific

topics related to the subject of this thesis.

Van Veen and Buckley wrote an article on the general concepts involved in beamforming [451.

This article presents the concepts on linearly constrained minimum variance (LCMV) beamform-

ing used in this thesis. In particular, we use the generalized sidelobe canceller (GSC) form of the

LCMV beamformer. The GSC is the most general form of adaptive beamformer and has demon-

strated better results than any of the specific beamformers such as the multiple sidelobe canceller

(MSC) [46]. The MSC can be represented as a specific example of a GSC. The LCMV beamformer

approach is preferred since it doesn't assume a partially adaptive solution like the MSC does. By

starting with the more general GSC, a partially adaptive solution based on the expected interfer-

ence environment can be determined. Van Veen and Buckley [45] cover adaptive algorithms and

implementation issues which are not discussed as part of this thesis. Van Veen also wrote a chapter

in a book on minimum variance beamforming [40]. This material is updated from his previous

articles. It presents some new information which makes the derivations easier to follow.

Most of the research in the area of beamforming assumes narrowband signals and doesn't dis-

cuss the details of broadband beamforming. Buckley wrote an article on broadband beamforming

which develops models for broadband sources [51. This article, along with those of Van Veen, pro-

vides all the details necessary to design narrowband and broadband beamformers. It also describes

models for uncorrelated broadband signals with spatial and/or frequency extent.

Compton's article and book provide an explanation of broadband interference cancellation

performance using tapped delay lines [8][9]. Monzingo and Miller also discuss broadband con-

cepts [301. They discuss practical aspects of adaptive arrays and include many of the mathematical

derivations.

2-1



Dudgeon's article covers the fundamentals of digital array processing [10]; it applies basic

digital signal processing principles to beamforming. His book [11] contains multidimensional signal

processing ideas applied to beamforming. It describes the delay-and-sum beamformer, which is used

in this thesis. The section on wavenumber-frequency space filtering was applied to take advantage of

the fast Fourier transform (FFT) in computing the beamformer response. Another book, by Widrow

and Stearns [511, covers the fundamentals of adaptive signal processing. It covers basic adaptive

systems and their applications, including beamforming. Alexander's book [1] covers adaptive signal

processing in more detail than Widrow and Stearns, but doesn't include beamforming applications.

Haykin wrote a chapter in a book [24] on narrowband signal and noise models for radar array

processing applications. He describes how off-diagonal elements in the spatial correlation matrix

of the signal-in-space vector are all zero and the spatial correlation matrix of the received signal

vector is a Toeplitz matrix when the sources are jointly uncorrelated or noncoherent. The spatial

correlation matrix of the received signal vector is non-Toeplitz when the sources are correlated or

coherent. One method of decorrelating a desired signal from an interferer is based on restoring

the Toeplitz structure of the received signal vector [17]. He describes a narrowband multipath

model in detail. Haykin also edited a book [18] which contains several articles on array processing

applications to radar. Nitzberg's recently published book [32] covers array signal processing for

radar. It emphasizes multiple sidelobe cancellers, but discusses topics of equal concern to linearly

constrained beamformers. A book by Hudson [22] has several sections dealing with coherent signals,

including multipath, and their effects on cancellation performance. It contains discussions not

found in the other sources. It also contains some relevant and useful vector, matrix, and statistics

properties in the appendices.

Scharf's book [35] contains compact, narrowband models for linear combinations of vectors,

including one for the data matrix associated with multisensor arrays. The sections on unitary

decomposition, singular value decomposition, and low rank approximation are referred to in this
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thesis. Shanmugan's book [37] was used as a reference for random signal principles. His definition

of correlation coefficient, along with other random signal principles, is applied in this study.

An article by Buckley and Griffiths [61 about an adaptive GSC with derivative constraints was

useful. It pointed out that when using derivative constraints the quiescent beampattern depends

on the location of the phase center of the array. This information helped to solve a problem

encountered when applying eigenvector constraints to an adaptive GSC. Er and Cantoni [13] also

wrote an article on derivative constraints for broadband, element space, array processors. In all

the arrays they analyzed, the phase center of the array was chosen as the zero phase reference.

Frost [15] first wrote about the use of linear constraints for the time domain, element space

processors, on which the beamformers in this thesis are based. He includes a lot of the mathematics

missing from the other articles. He also provides a detailed geometrical interpretation of the

linearly constrained minimum variance (LCMV) problem. Er and Cantoni [14] discuss a broadband

processor without pre-steering time delays, which are required by the Frost processor. Griffiths and

Jim first described the GSC approach to LCMV beamforming in their article [21]. Jablon [23] also

discussed the GSC and evaluated its steady state cancellation performance.

Adaptive arrays typically have main lobe and sidelobe shapes differing from those designed

from deterministic, nonadaptive arrays. Three articles present procedures for approximating a

desired quiescent beampattern with a partially adaptive beamformer. Two of the articles [20][19]

discuss a method based on the use of the GSC. Both of these methods require one additional

linear constraint for both narrowband and broadband arrays. Van Veen [43] describes a method to

approximate the desired response which uses any or all of the available degrees of freedom.

Partially adaptive beamformer designs are analyzed and evaluated in several sources. Van

Veen [40] mentions two design methods for partially adaptive broadband beamformers: the eigen-

structure based and the power minimization based design procedures. The eigenstructure based

design [42][40] problem is simpler to solve than the power minimization problem, but requires more
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adaptive weights for comparable performance. Power minimization based design [46][41][391 gives

the best interference cancellation performance with the fewest weights. It is helpful to read Liu and

Van Veen's [261 article to better understand the power minimization based design. Van Veen [39]

explains that beam based designs are not justified for broadband systems. Partially adaptive beam-

forming is out cf scope in this thesis, but would be the next logical extension to the fully adaptive

case examined here.

Van Veen [44] wrote about soft response constraints with minimum variance beamformers.

LCMV beamformers use hard constraints to control the response of the desired signal. If the

constraint is allowed to permit distortion of the desired signal, the interference cancellation perfor-

mance can be improved. Van Veen's approach is to minimize the variance subject to a constraint

on the mean-square response (quadratic constraint on the weights).

Several articles describe coherent and correlated narrowband signals. Li and Chang [25]

modeled a narrowband multipath signal as a scaled and delayed version of a direct path signal. The

narrowband multipath scenario generated in this work is based on this model. Reddy [34] describes

a narrowband model for two coherent sources. Shan [36] and Godara [17] also cover narrowband

models for two or more coherent sources. The correlated narrowband signals generated in this

thesis are based on these coherent signal models.

Vural compares the different types of adaptive array processors [47]; the time domain, element

space processor is the type considered in this study. Adaptive Technology, Inc. [29] studied the

radome multipath reflection problem. Their report covers the problem and possible solutions. The

idea to model the radome as two flat plates originated from this report.
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III. Preliminaries

3.1 Introduction

A beamformer weights and sums data from an array of sensor elements to perform spatial

filtering. Spatial filtering involves separating signals which have similar temporal frequency content

but arrive from different directions. Signals are classified as either narrowband or broadband. One

definition of narrowband is in terms of the fractional bandwidth. The fractional bandwidth is

the signal bandwidth as a percentage of the carrier frequency. Signals with fractional bandwidths

much less than 1% are classified as narrowband and those with fractional bandwidths much greater

than 1% are broadband [40]. Another definition of narrowband is in terms of the time bandwidth

product (TBWP). The TBWP is the product of two terms: 1) the temporal aperture or the time

it takes a wave to propagate from the first to the last sensor and through the taps and 2) the

bandwidth of the signal. Signals with a TBWP much less than one are considered narrowband

and those with a TBWP much greater than one are broadband [40). A narrowband beamformer

is analogous to a finite impulse response (FIR) filter. While the response of a FIR filter is a

function of frequency, a beamformer's response is a function of both angle of arrival and frequency.

Narrowband beamformers are much easier to analyze than broadband and will be developed first.

The broadband beamformer will be described second. The beamformers are designed according to

the linearly constrained, minimum variance form.

3.2 Basic Definitions

Vectors and matrices are used throughout this thesis. Vectors are denoted by bold face lower

case symbols, and are assumed to be column vectors. Matrices are denoted by upper case symbols.

In this thesis, A*, A" and A-I denote the operations of complex conjugate, Hermitian or complex

conjugate transpose, and inverse of a matrix A, respectively.
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3.3 Basic Concepts

3.3.1 Narrowband Beamforming. Figure 3.1 is a schematic for a narrowband beamformer.

It essentially weights and sums the data at the sensors and, accordingly, is sometimes called a

weighted delay-and-sum beamformer [11]. The arrow pointing to the array from an angle 9 with

respect to the array broadside (perpendicular to the array) represents a plane wave from a source

in the far field. Plane wave propagation implies that the wave amplitude is constant at all points

Figure 3.1 Narrowband beamformer

on a line perpendicular to the direction of travel. The beamformer response can therefore be

characterized only by delays between sensors, and not amplitude. The elements impart a sampling

in space as the wave propagates through the array. The antenna outputs are assumed to have

been sampled in time. The number of sensors is chosen to meet the Nyquist criterion for spatial

sampling, which implies
C .. )min (3.1)

d 2 "fmax 2

where c is the speed of propagation in the medium of interest, d is the spacing between elements,

fmax is the maximum frequency allowed for the sources, and Amin is the wavelength corresponding
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to fmax. All examples in this thesis use normalized frequency as expressed by

- r w <r•<. (3.2)

Further, c and d are often normalized to one. To meet the Nyquist criteria for space and time we

require fmax = 1/2 or )min = 2.

As shown in Figure 3.1, the output of the array at time t is

N

Yt) = PW ;-P(t), (3.3)
P=I

where N is the number of antenna elements. A compact vector form of this equation is

y(t) = wHx(t), (3.4)

where the data at the sensors are represented as

x(t) = [z-I() Z2(t) -ZN(t)]T, (3.5)

and the weight vector is

W = [tw w2 WN]T. (3.6)

Assume the signal proni.w.•tug toward the array is a complex sinusoid with direction of arrival

(DOA) e and radian frequency w. The zero phase reference is taken to be the center of the array.

This point need not coincide with a physical •ntenia element. The data in the pth antenna channel

due to a unit amplitude, complex sinusoid in the far field is

zp(t) = eJ•[t+Ap(#)]; 1 < p K N, (3.7)
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where Ap(O) represents the additional path length in the direction of propagation from the zero

phase reference to the pth sensor:

N + I dSinO. (3.8),%(2 =P (

Substituting this into equation 3.3 gives

N
Y~t) W*ejWIt+AF($))y(t) = ;Ot+')

p=1

N

P=I= eJ•W;t ,€

p=l

= ej'r(6,w), (3.9)

where r(8, w) is the beamformer response. The response can be expressed in vector notation as

r(O, W) = w'fd(O, w). (3.10)

Here d(0, w) is the array response vector defined by

1

• -Jwf sin#0

d(O,,w) = e,,*( M .)ui., (3.11)

e-j(N-1)4 ,in#
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By defining the the vector

zo

z
1

tN(Z) = ,(3.12)

ZN-I

Equation 3.11 can be written more compactly as

d(,w Sw(----)sm 9,N(C-Jw. a,). (3.13)
d(O,w) 1- 0 ON(,-,- sio,

From equations 3.9 and 3.10, the beamformer output due to an elemental source can be expressed

as

y(t) = eSWwld(O,w). (3.14)

Here,

x(t) = ej"d(O,w), (3.15)

models the data due to an elemental point source of unit amplitude.

The beampattern is defined to be the magnitude squared of the beamformer response. To plot

the beampattern, the responses at the angles of interest are needed. The row vector of beamformer

responses can be written as

r(w, ,) - [tr(w,01 ) r(w,02 ) ... r(w,ON)J

= [wHd(w,Oi) w~d(w,e2 ) ... wHd(w, ON)]. (3.16)
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Another way to get the beamformer response is to take the discrete Fourier transform (DFT)

of the complex conjugate of the weight vectors. This gives responses at the angles

ru -i1)e c!.] 1<a<N. (3.17)

To see this, rewrite equation 3.16 as

r(w,0) = wH [ d(w,9i) d(w,e 2 ) ... d(w,ON)] (3.18)

Substituting the array response vectors into equation 3.18 yields

1 1 .-- 1

r(w, 0) = wfi D, (3.19)

e-jw(N-1)i# e-jI(N-1)si 2  ... e-jwf(N-1)sin#N

where D is the diagonal matrix

D = diag{ejWf(N-l)sini1 eJJw(ML).ina. (3.s0)

The matrix in the center of equation 3.19 is similar to the DFT matrix which is given by

1 1 1 1

V =(3.21)

1 e-(-* ... e-(N-1XN-1)3
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It is well known that if f is a column vector, then

gT = fTV (3.22)

is the DFT of iT. Comparing the matrix in equation 3.19 with the matrix representation of the

DFT in equation 3.21, we see that when

i = sin-z [ 1) ;1iN, (3.23)

then

r(w, 0) = wHVD. (3.24)
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0 1 2 1.2 L.1

0 1 2 L-2 L-1

K..

Figure 3.2 Broadband beamformer

3.3.2 Broadband Beamforming. Broadband beamforming is similar to narrowband except

that taps are added to allow for interference cancellation over a band of frequencies. The Nyquist

criterion for spatial sampling is met as in the narrowband case. The delay between each of the taps

is normalized to I sec. The Nyquist criterion for temporal sampling is

2r
W, = > _ 2 wmax. (3.25)

With T normalized to one second, temporal frequency is normalized as

-"< W <r. (3.26)
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Figure 3.2 is the schematic for a broadband beamformer. With the broadband beamformer, there

is a datum at each of taps. The equation for the output now becomes

K L-1

y(t) = E E W;,,.,(t, in), (3.27)
p---I m--=O

where K is the number of sensors and L is the number of taps. Delayed versions of the data at

each sensor can be written as

zP(t, m) = ejwft-mT+A,(#)], (3.28)

where m ranges from 0 to L - 1 and T is the time delay between adjacent taps illustrated in

Figure 3.2. The zero phase reference is at the center of the array as in the narrowband case.

Substituting the above equation into equation 3.27 gives

K L-I

Y~)= E p,,jejJT&()

p=i m=O

K L-I= w
p=I m=O

= jw E2 WP'e-jwmTejw~p(O)
p=1 m=O

= ewt E WP* e-jwmTejw(EI"P)L!"

- eJ"r(O,w). (3.29)

As before, r(O,w) is the beamformer response. Again, the response can be expressed in vector

notation as

r(O, w) = wHd(O, w), (3.30)
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where d(e, w) is now expressed as

ei~ e-jw(2)f &in f

eiw1)ew(K)f "S*

e-jw(L1)Te-jw(1)f int~

eiw(L )T~ejw(2)A &inl*

d(O, w) =~ iw(ILsin*(CT)®9 e35r, (3.33)

e-1



where the symbol ® is the Kronecker product defined in [27]. An example of a Kronecker product

is

aAB B a12 B
A B22 (3.34)

a21B a22B

where

a 1 1  a12
A--

a2 1  a 2 2

and B is a matrix. For the broadband case, we evaluate the beamformer response as a function of

both angle and frequency. Therefore, we define the beamformer response matrix as

wid(w1 ,0 1 ) wild(w1 ,0 2 ) ... wHd(wl,ON)

wi)d(w2, 01) wHd(W2 ,02) ... wHd(w2 ,ON)H(w, O) - (3.35)

wHd(wN,01) wld(WN,02) ... wHd(wN, ON)

This equation may be solved directly for the response. However, as in the narrowband case, an

alternate method exists for calculating the response. If the stacked weight vector is unstacked and

put into matrix form, the DFT of the rows and columns can be used to obtain the beampattern.

The concept is the same as in the narrowband case except a DFT is performed on each row (cor-

responding to different frequencies), and then to each column (corresponding to different angles),

of the beamformer response matrix. This case is more complicated than narrowband since the

angular spacing is different from frequency to frequency. At each frequency, the number of valid

points must be calculated.
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3.4 Data Generation

All the data used in this thesis are simulated. Since the data are assumed WSS, the covariance

matrix of x can be written as

R.. = E[xxH]. (3.36)

In the narrowband case, the data covariance matrix for a narrowband signal at frequency w. is

represented as

PxC = Oc
2 d(0,,ow.)dH(0.,wo) + P,, (3.37)

where o-2 is the power or variance of the signal, 0, is the DOA of the source, w. is the radian

frequency of the signal, and R&, is the covariance matrix of the noise. When the signal originates

from a single DOA but is broadband, the expression becomes

1zz = L S(w)d(Ow)dH(0,w) dw + Rn,, (3.38)

where S(w) is a weighting function over frequency, called the power spectral density (PSD), and a

is the frequency extent of the source. The most general expression is

R1= 21- JflS(e, w)d(e,, ,)d H(e', w) dwdO + Rn, (3.39)
1/r fs~ 330

where S(0,w) is a weighting over frequency and DOA and is also a PSD, and E is the spatial

extent of the source. The noise is assumed to be additive and white. It is assumed Gaussian with

covariance a,2I, where rn, is the white noise power and I is the identity matrix.
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3.5 Linear Constraint Design

The simplest type of constraint is that of a point constraint, which constrains the beamformer

response at a specified frequency and DOA. The response is constrained at radian frequency w.

and angle 0, as

wHd(9.,,w) = r, (3.40)

where r is the desired complex response. Several linear constraints can be expressed as

CHw = g, (3.41)

where C is the constraint matrix and g the response vector. The matrix C is chosen to contain M

linear constraints so the above equation represents M linearly independent columns in N unknowns.

The weight vector w has length N, where in the broadband case N = K x L. This makes the

dimensions of C, N by M. If N = M, then w is uniquely determined by the constraints. To ensure

there is a w which satisfies the constraints, M is chosen to be less than N. An example of multiple

point constraints is

[d(Oe.,w.) d(e. 2 ,w.) d(6.3,Wo)]Hw = [r, r 2 r3]T. (3.42)

In this case, M = 3, C = [d(6,I,w.) d(e, 2 ,w.) d(0, 3,w.)], and g = [r, r2 r3]T.

A more efficient type of constraint in the broadband case is the eigenvector constraint. Eigen-

vector constraints are used to approximate a desired broadband response using only a few linear

constraints.
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3.6 Linearly Constrained Minimum Variance (LCMV) Beamforming

3.6.1 LCMV Criterion. The LCMV criterion applies to both narrowband and broadband

beamforming. The objective is to pass a desired signal while minimizing power from undesired

signals. This is accomplished by constraining the beamformer response in a desired direction while

minimizing the output power or variance. The problem to be solved is

min P. subject to CHw = g. (3.43)
w

P. is the expected value of the output power and is expressed as

P. = E[lIyl] = E[yW] = w"E[xxH]w. (3.44)

Thus, the problem is restated as

min wHRw subject to C~w = g. (3.45)
w

To begin to solve this problem, guess that the solution is

wl = R;.C[COR;.C] 'g. (3.46)

Equation 3.46 is a valid guess because C is full rank and R&, is positive definite (this ensures

the inverses exist) [40]. Other solutions of the form w = w. + a meet the constraint so long as

CHa = 0. Substituting this solution back in the objective function gives

wHR.w = (w, + al)Rp.(W, + a)

= WH W+ wH'R.a+ a"R..,W,+a H&,H [CR-1 C-1 H -1HR -1 CHR.-1 -1

-w,"R.w,+g [cR; l C R;a. - +a..+ l ,R;aC[C RRC]g + afR..a
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=- H w'R.w. + gM HC 11R;-,I-ICC a + a"C[CHR.,C]1 g + aR1 R-,,a

= wHR.,w, + a R,,a, (3.47)

since C~a = 0. We see that all other possible solutions which do not violate the constraint make

the objective function larger. Thus, w. gives a minimum.

3.6.2 Generalized Sidelobe Canceller. The generalized sidelobe canceller (GSC) is another

equivalent form of the LCMV beamformer. Figure 3.3 is the schematic of the GSC implementation

of the LCMV beamformer. The derivation that follows is from Van Veen (401.

- 1+ y

N-

Figure 3.3 Generalized sidelobe canceller schematic

The GSC uses an orthogonal basis for the null space of the constraint matrix C. Form the

matrix C,, as the orthogonal complement to the space spanned by the columns of the full rank

constraint matrix C. C. is size N by N - M. Together the columns of C and C. span the entire

N dimensional space. The weight vector can be expressed in terms of a set of basis vectors as

w = Cv - Cw., (3.48)
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where v is M by 1 and w. is N - M by 1. Cv and Cnw. represent the components of w in the

spaces spanned by the columns of C and C, respectively. Since the columns of C. and C are

orthogonal, CHC_ - 0. Applying the constraint to this new weight vector gives

CHw = CHCV - ClHCw 3 = CHCv. (3.49)

Using the linear constraint equations from equation 3.43, v can be expressed as

V = (CHC)-1 g. (3.50)

Substituting this back in equation 3.48 results in

w = C(CHC)-lg- C"w.. (3.51)

The first term in the above equation only depends on the constraints and is independent of the

data. This part is implemented in the upper branch of the GSC and represents a nonadaptive

beamformer. The first term in equation 3.51 is sometimes called the quiescent weight since it is

the part independent of the data. It is represented as

wf = C(CHC)- 1 g. (3.52)

The lower branch of the GSC consists of an unconstrained adaptive beamformer. The number

of adaptive weights is N -- M. The constraint matrix C preserves the desired signal. Thus, the

matrix C,, blocks the component of the data that lies in the space spanned by the columns of C.

For this reason, C, is referred to as the signal blocking matrix.
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Using the GSC, the LCMV problem is expressed as the unconstrained problem

min (w. - C.w.)f R#(wq - C.Wa). (3.53)
w,

The solution [40] to this equation is

-, = (C.".,C,)-'C"..w,,,. (3.54)

The reason to implement this form is that the direct form LCMV beamformer requires a constrained

adaptive algorithm, which is more complex than an unconstrained one.
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IV. Analysis and Simulations

4.1 Introduction

This chapter applies concepts from chapter 3 to the simplified RMR problem. Before the

actual problem is addressed, basic narrowband and broadband beamforming concepts are tested

and compared to results in the literature. Since the implementation of the guiding equations and

algorithms were not revealed in the articles, the developments are included here. Much time will be

saved by using these derivations and algorithms in the future. The actual algorithms are written

using Matlab. The files are included in the appendix.

4.2 Narrowband Beamforming

4.2.1 Data Generation.

4.2-.1.1 Uncorrelated Sources. Complex data are generated for the narrowband case.

The covariance of a single narrowband source is represented [24] as

R. =o d(O., wo)d(.,, W.)H. (4.1)

Here the data x are generated as a random amplitude times the array response vector. For two

uncorrelated sources this becomes

x = s+n

= aid1 + a2d2 + n, (4.2)
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where s is the received signal vector, the ai's are random signal amplitudes, and the d's are array

response vectors. This equation can be represented as

x = Ba + n, (4.3)

where a = [al a2]T, B = [d, d2], and n is uncorrelated noise represented as [n, nf2 T. The vector

a is sometimes called the signal-in-space vector [24]. Assume al and a2 are statistically independent

and the vectors a and n are independent and normally distributed with zero mean. Further, n is

Gaussian with covariance 021. The data covariance matrix can be computed as

R.r = E[xWI

= E[(Ba + n)(a'HB +,,H)]

= E[BaaHBHJ + E[naHBH] + E[Ban- ] + E[r=H]

= BE[aaBJ]B' + R,

= BRa.Bs + R..

= R.. + R.. , (4.4)

where R,, is the spatial correlation matrix of the signal and R.. = on IN with IN the identity

matrix of size N. The matrix R.. is the spatial correlation matrix of the signal-in-space vector and

is expressed as

R.a = E[aail]

E atal aia;1

[a2a; a2a;

E[ala] E[ala]

E[a 2a]] E[a 2a*]2
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0 1 0

0 f 2

= , 
(4.5)

0 P

where E[aaj - E[IaIJ] - cr- pi. Notice that R,, can be expressed as

R. = B ['Bf0 + R.

0 C2]

C21 0] [ 1
[d, d2l I + R..,[ di] d'

= Id, (42d 2] ~ + R..n

= RAl + R.2 + R,, • (4.6)

This is an expected result for uncorrelated sources.

4.2.1.2 Correlated Sources. Godara [17] represents two correlated signals as

a = Vp"id, + V'"(p2eai + /j?12a 2)d 2 , (4.7)

where al and 02 are independent and have zero mean and unit variance. Also, p, and p2 are the

powers of signals one and two, respectively. In the correlated model, the off diagonal elements of

R.. are proportional to the correlation coefficient. The correlation coefficient [37] is defined as

PC = E'E[aJ[o2 a.] (4.8)
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This can be rearranged as

E[ala;] = Pei,-/2" (4.9)

The matrix R.. is Hermitian symmetric so

E[a 2a;] = p/'j-. (4.10)

Now, compute the data covariance matrix with the &,, as above:

R,=Ed d2) P1 PCV~~

R.= [pdijd 2],~ +~i/j+~2  [.
d ]

= pidid' + pd 2 v p/ad H + p -dip-2dH2 + p12d~df + Rnn. (4.11)

4.2.1.3 Multispth Model. The multipath model used simulates a specular, single

bounce reflection off a flat plate into the antenna array. Figure 4.1 shows the set up. The plate

on the right does not reflect energy; signals pass through unaffected. Signals from positive DOAs

reflect off the left plate according to

p'(8) = (- ), (4.12)

where p,.(O) is the reflection coefficient, u(8) is the unit step function, and 0 is the angle from the

broad side of the array in radians. This correlation coefficient function of 8 was chosen because it

approximates that of an actual radome. When signals arrive at broad side (perpendicular to the

array), there are few or no reflections. Signals reflect more as the angle from broad side increases

(100 % reflection at 90* from broad side). The reflection process is assumed to only attenuate the
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'I
Figure 4.1 Two plate multipath model

signal after it bounces off the plate. No random phase is introduced by the reflection surface; it is

assumed to be perfectly smooth. The wave starts out planar and remains that way after it bounces

off the wall. The reflected or indirect path wave is modeled as a scaled and delayed version of the

direct path wave. For a narrowband signal, the signal part of the data observed by the sensors is

given by

s = aid, + a2 d2

= aid1 , + praie2-

= 41 dT +poaieipt Rd 2 , (4.13)

where AR is the path length difference between the direct path and indirect path wave at the zero

phase reference of the array.
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The signal covariance matrix for this model is

R., = E[,.s,]

- E[(aidj +praje-jARd2)(a*dH +p!a4ej*ARde2)I

= E[alaf]dlddf + E[ala*]ej•f"'pdld4 + E[ia*,.]pe-j *Rd 2df + E[ala*]p7 12d 2df

= -djdd + jej2FARp*dldH + 0,pree-j*Rd 2d'M + o'?Ip,.i2d2d H. (4.14)

The data covariance matrix for the above signal covariance matrix can be written in vector notation

as r 7 2 f2p-ei~LfAR 1 H
=(d d 2]- +1 ,d. (4.15)

[crpe-i'AR o?1p,12  J dH

This gives R.. as

or 2 2. 1j*A
R aa 1=1 (4.16)

,pre- fAR I prI12

4-6



°i:::iiii:::i:::i!i:::i::::iii:::: + ... .... ... .... ... .. .... ......

Im DO

Figure 4.2 Narr~wband beamformer with eight interferers; SNR = INR = 60 dB

4.2.* Point Constraints. Point constraints are used with the narrowband beamforrners.

In all cases the beamnformer response is constrained to unity in the direction of the desired signal.

Figure 4.2 displays the beamnpattern for a beamformer constrained at the DOA arcsin(0.1) with a

signal environment consisting of eight uncorrelated interferers from direction sines of -0.85, -0.55,

-0.25, 0.05, 0.25, 0.45, 0.65, and 0.85 in uncorrelated noise. The frequency of all signals is 1/2 (or

w = ir). The interferers have power levels 60 db relative to the noise. Figure 4.2 shows this result,

which is the same as that obtained by Van Veen [40]. The file bfnbgs.m contains the code for this

problem. Using the GSC form of the LCMV beamformer provides the same results as the direct

form.

The GSC form with point constraints is used for the multipath simulation. The frequency

of all signals is again 1/2 (wo = wr). The multipath case is set up with the interferer arriving

from +45 degrees and reflecting into the desired look direction, which is chosen as -45 degrees.

This is the worst case for the multipath in that all the reflected signal will reflect into the main

beam. When the interference signal reflects into the main beam, a null formed in the DOA of the
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Figure 4.3 Narrowband beampattern for multipath case

interferer will not solve the problem. The beamformer must cancel the direct path signal with the

indirect path signal. The more correlated these two signals are, the better they can be cancelled.

Since the multipath reflection signal is a scaled and delayed replica of the direct path signal, the

two are correlated. The indirect interference signal can be destructively added to the direct path

interference signal because they are correlated. Since the reflection coefficient at 45 degrees is 1/4

(from equation 4.12), the reflected signal is one fourth the amplitude of the direct signal and delayed

in time. To cancel these signals, the beamformer forms a beam four times as large in amplitude

in the direction of the reflected signal as in the direct path direction (see figure 4.3). Since this

is a beampattern plot (magnitude squared), the difference in the beam gains is 12 dB. To see the

amount of cancellation, the output power of the beamformer is calculated. This gives the response

of the entire system (including plates) to unit amplitude far field sources. Figure 4.4 is the output

power of the beamformer with the quiescent weights, while figure 4.5 is the output power with

the adapted weights. The Matlab files outputpownbq.m and outputpownbw.m contain the code to

compute and plot the output power. Figure 4.5 shows that the interference signal at 45 degrees

has been cancelled.
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Figure 4.4 Output power with quiescent weights; SNR - 60 dB
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Figure 4.5 Output power with adapted weights
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4.3 Broadband Beamforming

4.3.1 Data Generation.

4.3.1.1 Uncorrelated Sources. Real data are generated for the broadband case.

Constant PSDs are assumed for all sources; this weights all frequencies evenly and is the worst case

assumption [40]. The PSD used is

S(w) = !x (J ) + 2 X(W.,WbI(w), (4.17)

where X(w) is the indicator function defined as

1 if z<w<Y,[,]()= (4.18)

0 otherwise.

As defined earlier, the array response vector is

d(w, 0) = ejw•'i --F n - (e-jwT) o Ke-jW sfin 0). (4.19)

Signal covariance matrices for the uncorrelated sources with no spatial extent are calculated

as follows:

R,= - S(w)d(w, e)d(w, 0)d + • S(w)d(w, 0)dH (w, O)dw

LI? d(w, O)dH(w, O)dw + d(w, e)dR(W, 9)dW

4•- 41 [j- 1 •-- o I.; eL(e -WT)@,K(e-iw LID e)jw1  - #i *L(e -T)®&*K(e- 3w ,r )]Hjj'

1 W,•b .eo C jT K I jT i

+-41". L1 rw. i V t sin L(e-JWT)®*K (e-jw sn )][ej'•-. inOL(e -WT)O*K(e-i'5LU n)]Hdw,
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=~~~ ~ (9 LI. L[w)9eiT 9K(eiw*")9~(eiK "O)]dw

+ w~[~iw),0(iT) *K(e-j~ )fjw 'iO)]idw. (4.20)

The two terms in the Kronecker product can be expressed as

1 ei(l~wT .. ej (L-1).T

*L~ejwT *H~ejw1 
... ei(L-2)wT

9LewT9!eiT A(w) (4.21)

e-(-~T ... 1

and

1 e(l)wJoin# j(K-I)wl~sin*

ej j()w sinG 1 (K - 2)w sin 0

*K(eiwj5in)*(eiChi =

e-j(K 1)wjsnf ..

B(w, 0).

(4.22)

The signal covariance matrix can now be compactly written as

1 -W.1 (W&
R,=- A(w) (9B(w,90) dwj+ :F A(w) ®B(w,0) dw. (4.23)

The above matrix can be expressed as

K.": a 0B (w, 0) d w al aB(w, 0) dw ... f -" a(L...)~,)d

~a-IB(w, 0) dw f aoB(w, 0) dw *.fT (L-2)B(W, 0)dw
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+Ja- IB(w,9) dw r.6aoB(wB) dw ... •a(L2)B(wB) , (4.24)

f..a-LjB O dw.. aoB(w ,0) d

where ai, = eJilwT. The above matrix is block Toeplitz. The entire matrix can be formed by

calculating the blocks of the first row and column and creating a Toeplitz matrix. This is done

using Matlab. " ke block on the ilh principle diagonal of the above matrix is

W £6
R(iO) = j eJSiXwTB(w,O) dw + ei.'wTB(w,9) dw. (4.25)

The elements on the i4 h principle diagonal of R(i 2) are

r(ii, i2) =Ji.Tejifedin 1dw. (4.26)

The variable i, ranges from -(L-1) to (L-1) in increments of 1. The variable i2 ranges from -(K-1)

to (K-1) in increments of 1. Each element of the signal covariance matrix is in closed form as

1 -" iT+i Isinl 0T+isin& 1r(ij, i2) + eJ_. 4r , To.liO]

e ,,.i-T+i2,-S..in . _ej ,.. .T+i2,. sin$,]+ ejwbtij .r+i2-. * in@)]_- ejw..il .T+i2-11 sin$)l
e-jwl" C - e-wb["41rj[il f" T + i2 - A sin 0]

sin[wbT(ii. T + i2 d sin 0)] - sin[w.T(ii • T + i2 I sin 0)]
2w(i• T + i2 . Isin 0)

wbT . sinc[wb(il -T + i2 • sin 0)] - w.T . sinc[w.(i• T + i2 . sin 0)]
2r 

(4.27)

with the sinc function defined as

sinc(z) = sin(z) (4.28)
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Equation 4.27 is used to compute necessary elements of the signal covariance matrix. The file

mscmnew.m implements this equation.

Van Veen [39] described another method of computing the signal covariance matrix for two

uncorrelated signals at a single location. First, he defined R, for a single source as

R, = jP2(w)d(w)dH(w)dw (4.29)

where p2 (w) is the source PSD and 0 is the source frequency extent. He approximates the above

integral by a Piemann sum and avoids integration in the following equation:

J

Ro %j E'p2(w)d(w)dH (w)Aw
j=1

s AL 2AH, (4.30)

where

A = [d(wi) d(w2 ) ... d(w4)]

r 2 = diag{p 2 (w1),p 2 (w2),...,p
2 (wJ))AW. (4.31)

Now, the two uncorrelated sources and noise can be expressed as

Rz [A, A 2 ]1 r ] 0 A + R(4.32)
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This equation is used for negative and positive frequencies to obtain real data. Note that d(-w) =

d'(w) and d"(-w) = dH'(W) = dT(w). Real data are obtained with the following equation:

S=(A A 2 ] [ 0 + [A]AE] +tL 0 ] rA T ] (4.33)0 Ir Am" 0 -r A T
() 2 2~ 2 2u !

The file Rintur.m computes the signal covariance matrix using this method.

Next, suppose the source has spatial and frequency extent. The PSD function used is

1 1

S(W , 0) = .,w.]w)X[_.,,.](0) + •X[w.,w&1(W)X[e.,e.](O). (4.34)

In this case, the covariance matrix involves a double integral and is defined by

1 .( -W 1 0 Wb (W,

R, I S(w, O)d(w, e)dH (w, )dwdO + I JJ S(w, O)d(w, e)dH(w, O)dwdO

1 ' /." H.1
d(w, 0)dH(w, 0)dwdO + - d(w, O)dH(w, O)dwd0

=F 4vIS SI9®KfiwK L*Idd
= 1 [-i:: [L [i] .*K9'L'inOwG + , J Kl [T,,i'O ® [9Kl1d~(4.35)dO

"•K-1 Ain

where the arguments Of *L and *K have been dropped and are e iwT and e-j-elina, respectively.

This can be solved as in section 4.3.1.1. Each element of the signal covariance matrix is in closed

form as

01 -, 0,•

f• Je.i~i J,,,si

r(i= i2 ) = I 'j J el[s1T'i2]dwdG+ [] •] + [di ]T+i.~•.d (4dwdO
41r 4 14

4-14



e-w1I-~3jsn)- e-j-6bijIT+i2-fine] dG+ ejwbjijT+ia3fainej -*

_041rj[ii -T + i2 sin 0] 0,4rjfii.*T +i 2  , sin 0]

0, eijw- -T-i 2 - f &i 0 - e-jw&f Ti3 fsin~ f) 8 ejwbjia1T+ij*sn* "# j.jiij-iT+ 2 4ia-f"#]d

1G _d-4wji~i. T -i 2  sin 0] dGJ4ij[il T +i 2 . sin 0]

CJW(iii 2 *wd - e~ b-T-i2-f sinol 0G jw6ijT+i2-f sin#)ew~sTi~ iG

1.. e jw l 4T ir A i n 8 T - wbi2 .
(ine IG Tji2 Iw~ i &in#]~s n

Ob ei4w-('I T-i 2 sin*] -CjwbjijT-i 2 JLi* ejbi -Ti2 f si 0) d' *T+i 2 -f &i 01]d

i*. 4wj[i *T -i 2 . sin 0] + 41rj[i1 *T +i 2 4sin 0]

~ W(I i2 ~siG -ew&i 2' ~snG j~~1 ~ 2  in]-ejwc[iI T+i23 &i #InG

41rj[ij -T -i 2 - sin] +1 4ri[ii-T + i2 - 4sin]

(4.36)

The above equation is implemented in Rdb.m. The file Rtdb.m calls the function Rdb.m and

computes the entire covariance matrix.
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Figure 4.6 Two plate multipath model

4.3.1.2 Mhltipatk Model. Figure 4.6 shows the geometry for the broadband multi-

path model. It is the same set-up as in section 4.2.1.3 for the narrowband case. The path length

difference between the direct path ray and the indirect path ray at each array element is calculated

to determine the array response to the reflected signal. The DOA 0 is the angle from the broad

side of the array as depicted in figure 4.6. The path length difference is computed based on the

geometry of figure 4.6:

Pi + P2 = 2(P + i . d) sin 0, (4.37)

where i is the array element number with respect to the phase center of the array as defined in

figure 4.6, and d is the array sensor spacing. The path lengths P1 and P2 sum to give the total

path length difference between the direct and indirect path rays at the ith sensor. With this path

length difference at each element, the reflected signal can be represented as

i= przi (t-~ 2(P + i'd)sinO1 ) (4.38)
Z2(4, 0)1
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where c is the propagation speed. The total signal can be represented as the sum of two signals,

the direct path signal and the reflected one as follows:

M=5 1 + 52. (4.39)

The data covariance matrix can now be computed as

= E[.ss] + R..

= E[((s + 52)(s' + k)] + R.,,

= E[s~saf] + E[ss4'f] + E[92 .s'] + E[s 2s]J + P.

= ,+ &,f + R.•., + R.. + Rn., (4.40)

where

R = = S (w)di(wO)dy (w, O)dw

R -12= S(w)dd(w,O)d2(wO)dw

S= f S(w)d 2(W, O)d'(W I O)dw

S = S(w)d 2(w, O)d'(w, O)dw

R. = 0.2I, (4.41)

with d, the array response vector of the direct path signal as originally defined, d2 the array

response vector of the reflected signal modified according to equation 4.38, and a2 the noise power.
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The array resporme vectors are expressed as

and

e-ll'~ Uf2E-- l siD

= 1( jT (oP .e -2fsin

= IP(e jwT) @pre -(w2fin 0 1 (4.42)

ej .IWI sin 0
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The last equation can be written as

d2 = p,.eiw2f in *di (w,9) (4.43)

The above equations for the array response vectors indicate that the direct path signal covariance

matrix is the same ase previously defined. The covariance matrix of the second (reflected) signal

is just p,2 times the previously defined signal covariance matrix computed for the negative of the

angle of the first signal. The expressions for the cross term signal covariance matrices are new and

must be determined. Substituting the PSD and second array response vector in 4.41 leads to

= ~ L17 Sw2 d d(w, O)dH1 (w, -O)dw + I~ f c w ~ d(,9d'w

L: - w2f sn*[esw~f±*in 41L P@ OK][C ej2 F9 L si0 ,(,O~H(,-O

- Pr JNPS2 r9[~~LSf~L 0 9 KI[e""wfý tsin#DH 0 I.CHjd,

+ -LPv , ejw2P- in f[eSw li1A i~ndL sin~~e'9 0 W]H

p- Pr 2 w2f sinf Gjw(K-1) sip 0 - A sin 9 HJ

+-L,,,. f' w2P-sinC, K1)sn[9. si Ie .JHJd & 9(4.44

where 9L9~~~ is defined ina #equaton .21 Agin,9 the arguments f n Khvebe rpe

ewCaf ejw (K-1)wfif 9T-).4eS .

D~wG) SwK~1~in~eT- (K-I)wf sin*e S(K-2)w~sin* *...

(4.45)
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The crom covariance matrix can then be written compactly as

R.,8, = I•-f s"' din#. A(w)OD(w,9) dw+l,, " 'n '.A(w)OD(w,9) dw. (4.46)

Rs,§, can now be written as

fY:: ei2•" "meaoD dw f. eaw2• SLDajD dw "' f. .J'.-

1 f-: ejw2fsin a- 1 D dw f wew2SinaoD dw -. w f- ejw2'jsin'a(L._2)D dw
-Pr

-w e)w2fsin a o e-iaD dw ...... J ej2f shin aOD dw

J j•: se"in a-D dw f4wb eiw2fsin aoD dw ... f' eJf 'in' a(Ll)D dw

+ •Pr

f~~wbr ejw2f siin Ombej 2~inea-(L-I) dw J...e"2Sin#a°D dkw

(4.47)

where ai, = ejtawT and the arguments of D have been dropped. The above matrix is block Toeplitz.

The whole matrix can be formed by calculating the blocks of the first row and column and creating

a Toeplitz matrix. This is done using Matlab. The block on the 4"' principal diagonal of the above

matrix is a Hankel matrix of the form

R(i) ew2fsin .wTD(w, 0) dw + ifeJw2fain esiwTD(w, 0) dw. (4.48)

The elements on the &." minor diagonal of R(ii) are

r(iW, 2) = ej2sinOejiwTeji2WjLsinedw + ejS2P sin ejiT•wTeI Sin2dw . (4.49)
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The variable ii ranges from -(L-l) to (L-l) in increments of 1. The variable i 2 ranges from -(K-i)

to (K-1) in increments of 1. Each element of the signal covariance matrix is of the following form:

r(ii, i2 ) = --Pr LI w~T2 i +4a J~ + ±-•p f',, w:T+•oa +1

I 4wjti2i.T+2fsin&+i2 .1sin9s

+Ilr 4wj[i1 .T+ 2-sin + i2 . sin9]
sin[T(ii • T + 2P- sinG + i2. , sin C)]

Y 2ir(i, T+2f sin9 +i 2-A sin )

sin[woT(ii T + 2ý sin 0 + i2. • sin 0)]
+- P 2(ii" T +2sin + i2t sin 0)

T sinc[wT b(i1 - T + 2E sin9 -+ i2 . • sin 9)]
= Pr 2w

wT.sinc[w(i. T + 2E sin 0 + i2  sin9)] (4.50)
-- r 22w

The file mscm12h.m computes this cross signal covariance matrix. The other cross covariance

matrix, R.,., is calculated in the same manner. The structure of R.,., is the same as R.,.,. Its

elements can be expressed as

wbT. sinc[wb(ii • T - 2f sin 0 + i2  in 0)]r(i 1 , i2 ) = Pr 2w
2r"

WaT . sincwa:(il . T - 2E sin 0 + i2 . • sin 9)]
-Pr 2w --2 (4.51)

The file mscm21h.m computes this cross signal covariance matrix.
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4.3.2 Eigenvector Constraints.

4.3.•2.1 General Case. The broadband constraint

wH d(w, 0) = r(w, 0) for w, < w <w b,,9 <0 < 9 (4.52)

consists of an infinite number of constraints as opposed to a point constraint in the narrowband

case. Writing many constraints at specified frequencies and angles would be inefficient because each

constraint uses up one degree of freedom. Also, the constraints would hold at only the specified

frequency and angle pairs. There would be no control over the response at frequency and angle

pairs other than the specified ones. For this reason, Van Veen [40] defines eigenvector constraints

which minimize the total squared error between the desired response and the actual response over

the entire frequency and angle extent while using up a fixed number of degrees of freedom. Defining

rd as the desired response, the total squared error between the desired and actual response is

• - • 2= Ird(9,W) - wHd(,w)*2dwd0 + 1 •j IrI(0,e)-wHd(0,W)1 2dwd0.

(4.53)

The problem is to minimize this total squared error subject to keeping a fixed number of constraints.

The factor -L is included for convenience. With the previous definition of R,,

-. d(O' + w- JH J9 d(6, w)dH(O' w)dwdO,

the problem is stated as

min [WTR,w - Tf-wT L L: r:(O, w)d(O, w)dwdO

- f rd(O, w)d°T (, w)dwdO w
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-- -w f r•(6,w)d(O,•)dwdO - + ( L rd(O,w)dT(e~w)dwd) w], (4.54)

where the transpose operator is substituted for the Hermitian since the data and weights are real

and the terms excluding w are eliminated. After taking the gradient with respect to w and setting

the equation equal to zero, this can be arranged as

R~w = - f r,(-O, -w)d(-O, -w)dwdO

+ ' j o L' (-O'-w)d(-G,-w)dwd9

% W• rf(r,w)d(G,w)dwdO + 18] ] rz(Ow)d*(0, w)dwde. (4.55)

Define f as follows:

f d I.. L. r-(-,) -w)d(-,-w)dwd9 + -w J rj(-0,-w)d*(-0, -w)dwd0

+ ± J rd'(, w)d(Ow d 1 (bJ rd(O, w)d*(0, w)dwdO. (4.56)

+ .. . ( 87 .re ,

By properly choosing the desired response, equation 4.56 can be solved. Constrain the response to

have unit gain and linear phase with the response defined as

rd = e- T )wT (4.57)

This amount of delay is required for a natural beamformer response. If you do not allow enough

delay in the constrained response, the beamformer will not have time for weighting and summing

enough of the delayed data at the sensors and taps to meet the constraint.
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Each of the four integrals is solved separately to obtain f. The first integral is solved by

1 -nd,(- •) .w

ej(L-)WT ejw(I.'K+1)*sins

jj ei (1)wT ejw(•- 1)$'5in

1 0 dwdO

e ej (L+-1)wT iw( K-' -K+1)IL sin
FfJ &dO (4.58)

Each of the elements in the above vector can now be expressed as

'(ie) -e-jiwT dwde - (4.59)

eSw(K-1 -K+1)A. sinG (KK1

where each of the y._.3 s is of the form

-_2 = IIe-i'ijTe-i2Wjin ddO (4.60)

with i, fixed. The variable il ranges from L-1 to L-1 - L + 1. The variable i 2 ranges from -K+l
2+22

to 2 + K - 1. The other integrals can be solved in a similar manner to the first one. The

resulting equations and ranges of indices are provided below. The elements of the second integral
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in equation 4.56 are of the form

"72 = f T(4.61)

with il fixed. The variable il ranges from L-.. to L - L + 1. The variable i2 ranges from ti

to =-" + K - 1. The elements of the third integral in equation 4.56 are of the form

"7i e = fJeiinTsi~w• ldw (4.62)

with il fixed. The variable il ranges from L 2.1 to L.2 - L + 1. The variable i2 ranges from -..1

to K- - K + 1. The elements of the fourth integral in equation 4.56 are of the form

7-i2 = / -jiý.Te-jiIin OdW (4.63)

with il fixed. The variable il ranges from L- to L 2 1 - L + 1. The variable i 2 ranges from K-2_I

to K-- K +1.

Since I had already written the following algorithm, the first plus second integrals were

computed and the third plus the fourth to find the elements of f:

f(il, i2 ) = _1. (f'' ew"h1T+I2ifl]dw) dO + L (Lb e-jw[ijT+i2fsin]dw) dO

1 (b ejw6[ijT+i2Asin*] - eiwd[iT~sa•sin] 01 1 [T e-iw6siT+i2&6in@J ne-.- e dICd
TV 8-o. jiT 721Sin0 +rIf -j[iT + i2 f Sin 0 O

I e elwb[ulT+i2jusinfl - ejw&[ilT+ti2sin ] e-jwb[iT+afsin] d _-jwe[iT+ifsin #

'si 0]- -j"Ti-'i + i2 Asine]AO
-z jwb(ilT+i2" sn *I - ejw.[iI2T+12f h-,jij+1 ew I sn0 -1.iT+i2*rD -f ei~1 2sin~ 0]

j[i= T+i 2 sin0] -j[i T + i2 -sin]

(4.64)
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The above equation can be used to compute the first pair and the second pair of integrals since the

pairs have common ranges for the indices of il and i2 . Each of the pairs of integrals is of the form

e, rif I Te_,,w[,T+,af.on -,]dwdO. (4.65)fii2) = -L .# ejw~iiT+i2 f in $]dkdO + --8 fS E,,

The files ftdb.m and fdb.m implement the above integrals with a Riemann sum. Equation 4.55 can

be written in vector notation as

Rw = f. (4.66)

This is in the same form as the linear constraints previously defined as

CHw = g, (4.67)

with R, in the place of the Hermitian of the constraint matrix and f in place of g. Perfor , :ng a

low rank approximation on R, will be more efficient by using less degrees of freedom than all of

the columns of R,. Keeping most of the energy of the eigenvalues provides a good approximation

to higher rank matrix, R,. The signal covariance matrix can be written

R. _ UE, VH, (4.68)

where E, is a diagonal matrix containing all or most of the nonzero eigenvalues. Based on Buckley's

[5] time bandwidth product for sources at a single angle, a formula is developed which provides

good results for the multiple angle case. The number of constraints, D, used in the low rank

approximation is computed as

D = [[(K - 1){d sin 02 - d sin01} + (L - 1)T12(f 2 - fl) + 11, (4.69)
C c

4-26



where rz] is defined as the integer greater than or equal to z. Substituting equation 4.68 in equation

4.66 and noting that U is a unitary matrix (UHU = I) yields

UEVHw = f

UHUFV'w = UHf

E;IE,rVHw = E;lIUif

VHw = E;IU'f

VHw = f'. (4.70)

This in again in the form of the constraint equation

CHw = g, (4.71)

with C = V and g = V = E;IU~f. These values can be substituted in the optimum weight

equation to determine the steady state weights.

When the angle of the source is a fixed point, 0., f is defined as

1fb1 f4'
f = I •o -(..d(Oo,-w)dlw + I f rd(Oo, -w)d*(0, -tj)dw

f= [r,(G 0 ,,•)d(9,,-w)dw+± '

+ I•o 8(.,w)d(O.,w)dw + rd(#.,w)d (0 ,,w)dw, (4.72)

in equation 4.66. In this case, the number of constraints used, D, is based on capturing 99.99

percent or more of the energy represented by the eigenvalues of R.. The fraction of energy in the

eigenvalues is calculated as
z()

4:7N-27 (4.73)
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where N = K x L. The elements of f are found as

f(il, i2 )= -{wabainc[wb(ixT+ '2dsin)] - w.sincl•w.(iT+i 2 dsine)}fl. (4.74)
2:c c

Equation 4.74 holds for the multipath model for sources having frequency extent with a slight

modification. The desired response must be modified to account for the additional delays through

the beamformer associated with the reflected (delayed) signal into the array. The beamformer needs

time to weight and sum the signals which are delayed relative to the direct path signal, which is

the only signal accounted for in the previous definition of rd. All of the delayed signals need to be

combined to form the output of the beamformer. If all of the delayed data at the sensors and taps

are not combined, the constraint response cannot be met. The modified response is

=-j(-) e-j'Sa". (4.75)

Computing the same four integrals above with the modified response yields

1 Pd
f(il,hi) = -{wbsinc[wb(iiT+-- -sin0+i2-hin0)]

2:c c

- w.sinc[w.(i 1T+ -. sin0 + i2 -sin 0)]}. (4.76)
c c

The file myfcenref.m implements the eigenvector constraints for the multipath case.
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4.3.2.2 Correlated Sources/Multipath Environment. The correlated and multipath

signal environments are described next. The signals of the first case are perfectly correlated (Pc = 1).

This example was performed to evaluate the cancellation performance for two correlated undesired

signals when one of them arrives in the direction of the main beam. The two undesired signals

are assumed to be uncorrelated with the desired signal. The file bfbbrefn.m contains the code for

this problem. The array has 16 elements equally spaced along a line at one-half the wavelength

of the highest frequency employed, r. The tap spacing is normalized to one second. This again

normalizes frequency on the interval -r to v radians. Twelve eigenvector constraints are employed

to ensure unit gain and linear phase over the frequency interval (2w/5, 4r/5J at negative 45 degrees

(main beam). The undesired signals are located at positive 45 degrees (right of array broad side)

and negative 45 degrees (left of broad side) with power levels of 20 db relative to the white noise

power level. Figure 4.7 shows that a beam is formed in the direction of the signal at +45 degrees

..... .... ... ...... ..................
-00 ....................... ............... .... ..... ........... . ...................... .

-I -0.S 0 0.51
nol fOM

Figure 4.7 Gain of beamformer with correlated signals as a function of DOA for constraint over
frequency interval [2ir/5, 4r/5] at -45 degrees plotted at nine frequencies

with the same amplitude level as the signal at -45 degrees. The beamformer's weights adapt to

minimize the output power. When the two undesired signals are perfectly correlated, a null is not
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formed. The signals are cancelled by destructive addition. In this example, the responses to the

two undesired signals are formed so they will cancel (approximately the same amplitude but close

to 180 degrees out of phase). The cancellation is computed using the following equation for the

beamformer output power:

P. = wHR-.w. (4.77)

The output power for this case is -43.19 dB, which shows that the signals have cancelled well.

This cancellation eliminates most of the undesired signal energy at the beamformer output. In

the case of a radar in the presence of two correlated jammers (each uncorrelated with the desired

signal), this cancellation effect degrades the effectiveness of the jamming. If the signals happen to

be correlated desired signals (as can occur with near field multipath scattering into the array), the

desired signal will cancel. This is highly undesirable.

The last example is for the case of the radome simulation. A signal arrives from +45 degrees

and bounces off a flat plat and into the array at -45 degrees. The direct path signal is assumed

to be unaffected by the radome. The metal plate attenuates the signal but is assumed to impart

no random phase to the signal. The reflected signal is a scaled and delayed replica of the direct

path signal. This simulates a signal bouncing into the main beam. The file bfbbrefnn.m contains

the code for this problem. The array has 16 elements with 25 taps per element. The SNR is 20

dB. The reflected signal is attenuated by one fourth after reflecting from the plate. Ten eigen-

vector constraints are employed to ensure unit gain and linear phase over the frequency interval

[3r/5, 4/5] in the desired signal direction of -45 degrees. Figure 4.8 shows the unity constraint at

-45 degrees and the beam formed at +45 degrees at one fourth the power. This plot shows a twelve

dB drop because it is a plot of the beamformer response squared. The interference cancellation is

demonstrated in figures 4.9 and 4.10. Figure 4.9 is the output power of the beamformer with the

quiescent weights while figure 4.10 is the output power with the adapted weights due to the source

arriving from +45 degrees in addition to the reflection at -45 degrees. These plots are generated

4-30



10

...... ...... .-:....................... ."..................... . ...................... .

1 ... ...... ...................... : ....................... ...................... .

. ................... .............

• -0.5 0 0.A
sM no DOA

Figure 4.8 Beampattern displaying reflection lobe; SNR =20 dB
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Figure 4.9 Normalized output power with quiescent weights
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Figure 4.10 Normalized output power with adapted weights

in the same way as the beampatterns. In either case, the weights are first computed for the envi-

ronment of interest. For the beampattern, the responses due to a narrowband source swept across

the directions of arrival are plotted versus DOA. Each of these beampattern plots is for a specific

frequency. In the power plots, the output powers due to a broadband source swept across the

directions of arrival are plotted. They include the effects of the simulated radome. For this reason,

the power plots are like wide band responses. The Matlab files outputpowq.m and outputpoww.m

contain the code to compute and plot the output power. Figure 4.9 can be though of as installed

antenna pattern of a nonadaptive beamformer where the large sidelobes at the negative of the main

beam angle are due to RMR. Figure 4.10 can then be thought of as an effective installed antenna

pattern of an adaptive beamformer. The actual installed beampattern with adapted weights (fig-

ure 4.8) shows that the beamformer actually forms a beam in the interferer direct path direction

of +45 degrees. Figure 4.11 is a plot of the beamformer output power as a function of the ratio of

the temporal duration of the source to the delay between the direct and indirect path at the phase

center. Cancellation is affected by both the temporal duration and the delay. If the delay between

the different paths is small enough the correlation can approach unity. The delay was previously
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Figure 4.11 Cancellation as a function of the ratio of temporal aperture (T(O)) to path delay
(del(0))

defined as

del(O) = 2Psin(O). (4.78)

The delay gets smaller with smaller angles (closer to broadside). Cancellation improves as the

correlation increases. For example, the output power with L = 2 taps is -16.93 dB at 0 = 450 and

-21.15 dB at 0 = 15°. For a given angle, the temporal duration increases with increasing number

of taps (for a fixed number of sensors). Cancellation performance improves with more taps. For

example, at 0 = 15°, the output power is -21.15 dB with 2 taps and -35.43 dB with 15 taps.

Another parameter which affects the cancellation performance is the source frequency band-

width. With the difference in path lengths so small, the major contributor to decorrelation of the

signals is the wide bandwidth of the interference signal. The wave field coherence decreases with

bandwidth [22]. This is due to the lack of coherence at time differences of

S> (4.79)

4-33



where B is the frequency bandwidth. For example, at 0 = 75* with two taps, the output power is

-16.7 dB for a source frequency bandwidth of 0.1 and -9.43 dB for a source bandwidth of 0.2.
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V. Conclusions and Recommendations

The results obtained show that if the interferer signal reflecting off the radome into the

main beam is well correlated with the direct path, the signal can be cancelled without forming a

null in the direction of arrival. With the narrowband multipath environment (zero bandwidth),

the output power plot shows the cancellation is about 50 dB. With the broadband multipath

environment (normalized frequency interval of [3r/5, 4w/5] radians), the output power plot shows

the cancellation is about 20 dB. The cancellation performance improves significantly as the number

of taps is increased. For the multipath environment generated in the previous chapter with a

SNR = 20 dB, with DOAs of ±20* instead of -45°, the output power is -21.15 dB with 2 taps

and -35.43 dB with 15 taps. As the signal frequency extent increases, the degree of cancellation

decreases. For the same multipath environment as noted above with DOAs of ±75* and two taps,

the output power is -16.7 dB for a source frequency bandwidth of 0.1 and -9.43 dB for a source

bandwidth of 0.2. Depending on the frequency bandwidth, a moderate number of taps can be

added to obtain good cancellation performance.

Desired signal energy will cancel due to RMR sidelobes in a manner similar to interference

signals. In this study, concentration was placed on cancelling reflected interference signals while

constraining the beamformer response in the direction of desired signals. The data were generated

to consist of interferers. In an actual radome, desired signals may reflect into RMR sidelobes. Since

these reflected signals may be correlated with the one in the desired direction (main lobe), part

of the desired signal might cancel. The amount of cancellation will be dependent on the actual

reflection coefficient of the radome, the bandwidth, and the directions of arrivals of the signals.

The results obtained so far for the GSC are encouraging. The beamformers employed in

this thesis are fully adaptive. These beamformers utilize all of the available adaptive degrees of

freedom, and are difficult to implement. Each adaptive degree of freedom typically requires a

receiver channel. These channels, in addition to the channel needed for the fixed beamformer, are
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not easily added to an airborne radar. The next logical step to this thesis is to evaluate interference

cancellation performance using only a small number of the adaptive degrees of freedom. This is the

subject of partially adaptive beamnforming and is discussed in many of the reference articles. Van

Veen [40] has written several articles on partially adaptive beamforming.

The method of partially adaptive LCMV beamforming does not require pre-selection of the

particular elements which comprise the auxiliary antennas as in the case of the multiple sidelobe

canceller. The MSC assumes a known main and auxiliary channel designation. In a GSC, a

transformation is performed on the N - M available adaptive degrees of freedom to reduce the

number of adaptive weights. A likely interference scenario is developed which contains information

such as the maximum number of interferers, their locations and frequency ranges, white noise level,

etc.. This information is used to design the transformation matrix, which is built into the array.

Since the locations of the jammers are not known, the locations can be guessed to range over the

angular field of view of the array (-90°to + 900). The beamformer design based on these locations

should be evaluated to see how well it works for different test scenarios.

Another area which should be investigated is beampattern control. The normal beampatterns

obtained from the LCMV method have typical -13 dB down sidelobes. Most radar applications

require much lower sidelobe levels. If a partially adaptive beamformer is designed, the unused

adaptive degrees of freedom can be used to approximate a desired quiescent response [20](43]. The

quiescent pattern can then be approximated to beampatterns typically obtained by deterministic,

nonadaptive arrays.

In this thesis, all frequency is in terms of normalized frequency. Intermediate frequencies

(IFs), the IF bandwidth, and the IF sampling rate of a typical X-band radar should be used next.

The radome models can be expanded to include more complex elliptical models which more

closely resemble the actual radomes. These models which do not make use of plane waves are very

difficult to develop. Actual array data at the individual elements, if available, should be used.
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Appendix A. MATLAB Code

All Matlab code used to support this thesis was written by the author.

%bf-response .m
clear
n = 20; % number of sensors
lambda = 2; % wavlength
d = 1; % interelement spacing
w = (1/n)*exp(-j*2*pied/lambda*.i).'[O:n-I].'; % weight vector at
% sin(DOA) = 0.1
theta = pi*[-1/2: .00005:1/2J; % range of angles to compute response at
gamma = exp(-je2*pi*d/lambda*sin(theta)); % form of array response
% vector element
D = (ones(n, 1)egamma).( [O:n-1i. '*ones(1,max(size(gamma)))); % array
% response vectors

% add a Hamming taper to the beamformer weights
%k= -10:9;
%wh = .54 + .46ecos(pi*k/10);
%vutap =
%r = wtao'*D;

r = v'*D; % responses
plot(sin(theta),10*loglO(abs(r). 2))
grid

%plotnb.m
% n is the number of sensors, N is the number of angles minus one,
% d is the interelement spacing, lam is the wavelength, and w is the
% weight vector
function [R] = plotnb(n,Id,lam,w)
theta = pi/N*(O:I)-pi/2;
D = (ones (n, 1)* (exp(-j*2*pi*d/lam*sin(theta)))). -( [0 n-1J. '*ones (1,I+1));
R = w'*D;
plot (sin(theta),10*loglO(abs (R).-2))
grid
xlabel('sin of DOA')
ylabel('Gain in dB')

%.plotfftnb.m
% N is the number of points in the FFT and w is the weight vector
function [R] = plotfftnb(N,w)
R = fftshift(fft(conj(w),I)); % N point FFT of conjugate of weight vector
R(N÷I) = R(1); % add one point to respons, to enable plotting from -1
% to +1
k = [-1:1/(1/2):1); % range of values for sin(theta)
plot(k, lO*loglO(abs(R). 2)) % plot gain of response vs sin(theta)
grid
xlabel('sin of DOA')
ylabel('Gain in dB')
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Xbtnb9s .m
clear
n 20; % number of elements
%a 200; % number of data vectora
lambda = 2; % wavelength
%sigma = 1e-3; % standard deviation of the noise
sigma-e.q = 1e-6; %. variance or power of noise
R..aa = eye(9); %. spatial correlation matrix of signal-in-space vector

%. decomposition of R-aa
%Ev,sJ = eigCR-.aa);
U. v*sqi't(e)*v';

%I =sigma*rnndn(n,m); %. a noise vectors
d 1; %. interelement spacing

%. array response vectors of signal and interferers
ds exp(-j*2*pi*d/laubda*(0.I)) .- ([0:n-1iL');
dil expC-j*2*pied/lambda*(-.85)) (On1.)
di2 =exp(-j*2*piod/lumbda*(-.66)) (On1-)
di3 =exp(-j*2*pied/lambda*(-.26)) .([0:n-iJ.');

di4 = exp(-j*2*pied/lambda*(0.06)) ([o:n-1J.2);
diS = exp(-j*2*pied/lambda*(0.26)) ([O:n-1J.');
di6 = ezp(-j*2*pi*d/lambda*(O.45)) . [:-1.)
di7 =exp(-j*2*pied/lambda*(0.66)) ([O:,n-i]. );
diS = exp(-j*2*pi*d/lambda*(O.86)) ([O:n-lJ.');

c = do; %. constraint
f = 1; %. desired response

wo= ceinv(c'sc)*f; %. quiesent weight vector

% make C-n orthogonal to c and w-.o
cc = Ec V-01o;
[ET,S,VJ = svd(cc);

Cn= UC:,2:n);

H [ do dil di2 di3 di4 diS di6 di7 di8]; % direction matrix
V.X H*A*randn(9,m) + N; % a data vectors
7.1..xx-.hat = I/m*X*1'; %. sample covariance matrix
R-xx = H*R-.aa*H' + sigma..sqseye(n); %. data covariance matrix
Y.nmorm(ft..xx-.hat - RLxx)
RI = inv(R-.xx); %. inverse of R..xx
w = RI*c*inv~c'*ftI*c)*f; %. optimum weight vector

wn= inv(CC.n'*R..xx*C..n)*C..n'*R...xx*w..o; %. adaptive weights
w2 = w-.o - C..new-.n; %. weight vector in GSC form
U.Ih = inv(R..xx-.hat);
YXwh = RIh*c*inv(c'*RIh*c)*f;
figure(1)
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%plotfftnb2( 1024,. ,wh);
plotfttnb(1024 ,w);
figure(2)
plotnb(u, 10000,d~lambd&,v);
figuro(3)
plotnb(n, 10000.d~lambda~w2);
figure(l)

%(plottftwb.m
% K is the number of sensors, L is the number of taps per sensor, I is
% the number of points in the 2-dimensional FFT, f is the frequency,
% and v in the weight vector
function [R] = plotfftwb(K,L,NI~fw)
V = reshape(w,K,L); % unstack the weight vector in a matrix where the
% columns are delayed array output vectors
R = fftshift(fft2(conj(W),IN.)); %2-dimensional FFT of conjugate of
% weight matrix

%h add another row and column to allow plotting sin(theta) from -1 to
% +1 and normalized radian frequency from -pi to +pi radians
R(:,N+1) = :,;
R(1+1,:) =R1,;

% determine how many points to use based on the frequency
In =round(I*(f+.S)+1); % frequency number
is =(I+1)-(fn+i)+1;
incs =floor((fn-(ls+i)+1)/2);
k = [-1:1/incs:1J;

plot (k. 10*log1lO(abs (R(ls+i:fIn, n)).-2)) % pull out column
% corresponding to frequency number and rows corresponding to good
% spatial points
grid
xlabel('sin of DOA')
ylabelC'Gain in dB')

Xmscmnew .m
% K is the number of sensors, L is the number of taps per sensor, the
% is the angle the source is arriving from, f1 and f2 are the lower
% and upper limits of the normalized frequency of the source, doc is
%C the interelement spacing divided by the speed of propagation
function [R] = mscmnew(K,L,the,fl,f2,doc)
wb = 2*pi*f 2; % normalized radian frequency
wa = 2*pi*f 1; %. normalized radian frequency
th = the*pi/180; %. angle in radians
x = doc*sin(th);
R zeros(K*L,K*L); %. form data covariance matrix with all zeros
for il -L+1:L-1; %. for each value of ii, compute row and column
for i2 =O:K-1; %. find row and column of matrix for each il
row(t,i2+1) = (1/(2*pi))*(wb*asinc(wb*(il+i2*x))-wa*asinc(wa*(il+i2*x)));
col(1IJ2+1) = (1/(2*pi))*(wb*muinc(wb*(il-i2*x))-wa*msinc(wa*(il-i2*x)));
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end
Raub a tooplitz(colrow); %form tooplitz matrix
if ii == 0;
R z R + kron(eye(L),Rsub); % add matrices to main diagonal

elseif il > 0;
% add matrices to diagonal above main diagonal
R = R + kron(diag(ones(1,L-il),il),Rsub);

elseif il < 0;
% add matrices to diagonal below main diagonal
R = R + kron(diag(ones(1,L+il),il),Rsub);

end
end

%I.intur. m
% Ni is the number of frequency increments, thl is angle of first
% source, th2 is the angle of the second source, ft and f2 are the
% lower and upper frequencies of the sources, sigl-sq and sig2_sq are
% the variances or powers of the first and second sources
function [RI] = R-intur(K,L,Ni,thlth2,flf2,sigl-sq,sig2_sq)
omegal = 2*pi*t 1;
omsga2 = 2*pi*e2;
inc = (ortega2 - osegal)/Ei; % find frequency increment
omega = omegal + inc*(O:Ii); % frequency points
thetal = thl*pi/180;
theta2 = th2*pi/180;
dl = zeros(K*L,1i+l); % sot array response vectors of source 1 to zeros
d2 = zeros(KPLNi+l); % set array response vectors of source 1 to zerosx
% for each frequency compute the array response vector of the sources
for il = 1:Ii+l;
dl(:,il)=kron(exp(-j*omega(il)). ([O:L-1J.'),
exp(j*omega(il)*sin(thetal)).([((K-1)/2:-1:((K-1)/2)-K÷1].1));
d2(:,il)=kron(exp(-jiomega(il)).-([0:L-1.J) ....
exp(j*omega(il)*sin(theta2)).-([(K-1)/2:-1:((K-1)/2)-K+1J.'));

end

Al = dl;
A2 = d2;
Gamsq = 0.5*eye(li+l)*inc; % flat PSD for real data
R-aa = [Gam.sq zeros(i+l,Nil1) ;zeros(Ii+l,1i+l) Gamnsq];
% covariance matrix over positive frequency for two uncorrelated sources
RIp = [sigl-sq*A1 sig2.sq*A2]*R.aa*[A1'; A2'1;
% covariance matrix over negative frequency for two uncorrelated sources
RI. = [sigl-sqsconj(Al) sig2_sq*conj(A2)]*Rfaa*[CAI.'; A2.'];
RI = RIp + RIm; % covariance matrix for two uncorrelated sources

V1db..
% oa and ob are the lower and upper radian frequencies, thl and th2
% are the lower and upper angles of the source, Ni is the number of
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% angle increments, il and i2 are indicies from RTdb.m
function E1J = Rdb(oa,ob,thI~th2,Ii,iI,i2)
inc = (th2-thl )/Ni; % angle increment
theta = thi + inceCO:Ii); % angles
Rt = 0;
% approximate integral by Riemann sum at each angle; take care of
% cases when denominator could be zero
for ii = 1:Ni+l;

if il-i2*sin(theta(ii)) an 0 &i1+i2*uin(theta(ii) -O;
Rt = Rt + 2*(ob-oa)*inc;

elseif il-i2*sin(theta(ii)) ==0;
ft =R+((ob-oa)+(exp(jeob*Cil+i2.sin(theta(ii))))- .

expQ *oa* (i1+i2*sin(theta(ii)) ))) /(j*(i1+i2*xin(theta(ii)) )))*inc;
elseif iI+i2*sin(theta(ii) -= 0;
ftft+( (exp(-jeoae(il-i2*sin(theta(ii) ) ))- .

exp(-jeob*(il-i2*uin(theta(ii)))))/ ...

(je(il-i2*sin(theta(ii))) )+Cob-oa))*inc;
else
ft ft+((exp(-j*oa*(il-i2*sin(theta(ii))))- .

exp(H *ob* Uil-i2*s in (theta(ii)) ))) /(Qj*(il-i2*sin (theta (ii))))+ .

(exp Qjeob*C(il+i2*esin (thsta(ii) )))-sip Qjeoa* (il+i2*sin (theta(ii)))) .

(j*(il+i2*sin(theta(ii))) ))*inc;
end

end
Rt = P.I(4*pi);

%Rtdb .m
% thel and the2 are the lower and upper angle limits of the source, i1
% and f 2 are the lower and upper frequency limits of the source. and
% doc is the interelement spacing divided bt the speed of propagation
function [R]J = fttdb(K,L,theI,the2,fl,f2,doc)
wb = 2*pi*f 2;
wa = 2*pi*tl;
thi = thel*pi/180;
th2 = the2*pi/180;
R = zeros(K*LK*L);
for ii -L+1:L-1; %. f or each value of il. compute row and colum
for i2 =O:K-1; %find row and column of matrix for each il
row(l,i2+1) = Rdb(wa,wb,thI,th2,100,il,i2);
col~l~i2+1) = Rdb(wa,wb,thI,th2,100,il,-i2);

end
Roub = toeplitz(col~row);
if ii == 0;
Rt = Rt + kron(eye(L),ftsub); % add matrices to main diagonal
elseif il > 0;
% add matrices to diagonal above main diagonal
Rt = Rt + kron(diag~ones(1,L-il),ii),ftsub);

elseif il < 0;
% add matrices to diagonal below main diagonal
R = a + kron~diag(ones(1,L+il),il),ftsub);

end
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and

%btbbrefn.a
clear
K = 16; % number of sensors
L = 5; % number of taps per sensor
U l .2;
f2 =.4;
doc =1; % interelement spacing divided by speed of propagation
c-.ang = -45; % constraint angle in degrees
sign..sq = .01; % noise variance or power
sigi-sq = 1; % variance or power of signal 1
sig2-.sq = 1; % variance or power of signal 2
R..thetal = mscmnew(K,L,45i,fl,f2,doc);
R-thsta2 = mscmnew(K,L.-4S,1142,doc);
% low rank approximation of R~thetal and R-.theta.2

EU1,S1,V1) = ovd(R-.thetal);
sigeni = svd(R-.thetal);
ED1,per-.enil = getD(K,L,eigenI, .9999)
U-.LI = Ul(:,l:D1);
S..L1 = S1(1:DI,1:D1);
V-.L1 = Vl(:.1:Dl);
(U2,S2,V2J = svd(R-theta2);
eigen2 = svd(R-.theta2);
(D2,per-.en2J = getD(K,L,eigen2,.9999)
D2 = Dl % ensure matrix sizes are same
U..L2 = U2(:,1:D2);
S-.L2 = S2(1:D2,1:D2);
V.1.2 = V2(:,l:D2);
Al = U-.L1;
Sigil = S_.LI;
A2 a U-.L2;
Sig22 = S..L2;

% another way to get square roots of matrices
%Evl,6lJ = eig(Sigil);
%Sigll-..r = vl*sqrt(el)*vl';
%Ev2.e2] = eig(Sig22);
%Sis22-.sr = v2*sqrt(e2)*v2';
%Sigl2 = Sigl1-sr*Sig22-.sr;

Sig12 = sqrt(Sigll)*sqrt(Sig22);
Sig2l = conj(Sigl2);
%Sigl2 = zeros (size (Sigil)); % make uncorrelated f or testing purposes
XSig2l a zeroo(size(Sig22)); % make uncorrelated for testing purposes
R-.se = EAl A2J*(Sigll Sigl2;Sig21 Sig22J*[Al';A2'J; % signal covarianice
R-.xx = R-ss + sign-.sq*eye(K*L);
XI-zx = sigl-.sq*R..thetal + sig2-.sq*R-.theta2 + sign-.sq*eye(K*L); % for
% uncorrelated testing
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% comupte eigenvector constraints
ft..th~tec z mscmie.(K,L,c...aM,f 1 ,i2doc);
eisen a vd(R..tb~tac);
ED,per-.n3 z g~tD(KL.eigen,.9999)
EU,SVJ a avd(R-thetac);

-LaS(1:D,1:D);

C V-a

fi ayfcea(K,L,c-.ang.fl1f2,doc);

1.0 C*inv(C'eC)*t;

w1 RINV*C*inv(C'*RINV*C)*f;
figure( 1)
plotwb2d(K,L, 1024, .2,w);
hold
plotwb2d(K,L, 1024, .225,w);
plotwb2d(K,L,1024. .25,.);
plotwb2d(K,L,1024, .275,w);
plotwb2d(K.L, 1024, .3,w);
plotwh2d(K,L, 1024, .325,w);
plotvb2d(K,L, 1024, .35,.);
plotwb2d(K,L,1024, .375,.);
plotub2d(K.L,1024, .4,v);
hold
X:fgure(2)
%plotwb2d(K,L,1024, .2,.);
XfEigure(3)
Xplotwb2d(K,L,1024, .3,.);

Xplotwb2d(K,L,1024, .4,.);
%Cvol,eolJ = eig(SI);
XSl-s.r = voloaqrt(eol)*vol';
%Evo2,eo2J = *ig(S2);
XS2-o.r =vo2*sqrt(oo2)*vo2';
Vfor Iij .2:.026:.4;
% out-.p - w'*U1*diag~sqrt(SI))
% out-a. = w'*U2*diag(uqrt(S2))
% out..p = w'*U1Pdiag(sqrt(S1))*l
% out-.a = w*U2*diag(sqrt(S2))*rc*exp(-j*2*pi*fEj*del)
%( out..t = out..p + out..m
% abs(out..t)
%C outdb-.t = 10'sloglO(abs(out-.t))
%and
%out..p - w'.Ulodiag(sqrt(SI))*1
%out-.a = w'*U2*diag(sqrt(S2))*rc*exp(-J*2*pi* .3*del)

%Ott= out..p + out...

%abs (out-.t)
%outdb-.t = l0*loglO(abs(out-.t))
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out-pow v Rs~
abs (out-.pow)
lO0hlogIO(abs(out..pow))
figurv(i)

function Ef) = myfcen(K,L,the,f1,i2.doc)
w* 2*piei2;

wa a 2epieil;
th a theepi/1SO;
x docesin(th);
R a zerou(1,K*L);
ii a0;
for il (L-1)/2:-1:((L-1)/2)-L+l;
for i2 =(K-1)/2:-l:((K-1)/2)-K+e1;
ii = ii+ 1;
fr(ii) (1/(2*pi))*(vbemsinc(wbe(il+i2*z))-waeusinc(uq*(il+i2*z)));

end
end
I =fr'

function [answer] = msincci)
top = lengh(x);
for ii = 1:top;
it X(ii) -0;
answer(ii) = 1;
eleo
answer(ii) = sin(x(ii))/x(ii);
end

end

Xayfcenre.t .
function [ff = myfcezzref(K,L.the,fl~f2,doc,P)

=b 2*pief2;
wa = 2epi~tl;
th = theepi/1SO;
x docesin(th);
R. = zeros(I,KCL);
ii = 0;
for il = (L-1)/2:-i:((L-1)/2)-L+1;
for i2 =(K-1)/2:-l:((K-1)/2)-K+l;
ii = ii+ 1;
fr(ii) = (1/(2*pi))*(wbsusinc(wb*(i1+(P~sin(th))+i2*x))- .

wah'usiuc(wa*(il+(P~sin(th))+12*x)));
end

end
f = fr.';

function [f] = ftdb(K,L~thel~the2,fl.f2,doc)
wb= 2*pief 2;

wa = 2*pief 1;
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thi a thel*pi/160;
th2 a the2*pi/iSO;
I x eros(1.KeL);
ii 0;
for il (L-1)/2:-1:((L-1)/2)-L.1;
for 12 a(1-1)/2:-1:C(I-1)/2)-K+1;
ii a ii+ 1;
fr(ii) afdb(va,wb~thlth2,100,il~i2) + fdb(ua,vb,thl~th2,100,i1,-i2);
end
end
f afr'

%:fdb .a
function [1J = tdb(oa~ob~thl,th2.Ii~il~i2)
inc a (th2-thl)/Ni;
theta =thi + inc*(O:Ni);
f a 0;
for ii * :1±41;
it il+i2*sin(theta(ii)) -0;
f = f + 2*(ob-oa)*inc;
else
f f+((exp(j*ob*(il+12*sin(theta(ii))))- .

exp(jeoa*(il1i2*sin(thata(ii)))))/(J*(il+i2*sin(theta(ii))))+ .

(ezp(-J*ob*(i14.i2*hin(theta(ii))))-ezp(-Jsoa.(i14.i2*sui(theta(ii)))))/ ...

end
end
f= /8ui)

lbfbb4-.23d .a
clear
L 6 ;
K =16;
doc a 1;
C..ang a 18;
fl .2;
f2 a.4;
sign-..q = .01;
sigl-..q a 10;

sig2-.sq = 100;
I..thetal = uscmnew(KL,-17.5.fl,f2.doc);
RItheta2 a uacaew(I,L,-5.75~fl,f2.doc);
1I a R-intur(K,L,100,-17.5,-5.75,fl~f2,sigl-s.q,sig2-..q);
nors(RI-(sigl-sqel..thetal + *ig2..sq*R-thet&2))
R-thetac = acmnew(K,L,c-.azag,fl~f2,doc);
eigen = owd(R-.thetac)
DD,per-.enj = getD(K.L,eigeu,.9990)
%D =ceil(((K-1)s'(sin(c-.angs'pi/18O))+L-1)*2*(12-f1)1)+I
Xper-.en z sum(eigen(1 :D,1))/suu(eigen)
l..zx sigl-..q*R..thetal + sig2-..q*R..theta2 + sign..aq*eye(K*L);
R-xx = RI + sign..sqsey*(K*L);
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(U,S,VJ z hvd(ft..thetac);

S..L = S(1:D,1:D);

C =_L
ti x yfc~a(KL,c..ang,fI,f2,doc);

W-0 a C*iuiv(C'*C).i;
CC z CC w-.oJ;
(UU,SS,VY) = ovd(CC);

C- =UlJ(:.D+l:KsL);
C..n'*C

D
per-on
w = nv (C-.n '*R..xx*C..n) *C..n' *R-xx*w-.o;

w2 = ..o - Cnwn

RINV iav(R-.xx);
RIIfVn =inv(R-v.xn);
W1 RXIIV*C*inv(C'*RINFV*C)*f;
Un = RIII'Vu*C*inv(C'*RI~n*C)*f;

trigure(l)
Xplotfftwb2(K,L,S12, .3,wl,wn);
Xifigure(2)

Xiigure(3)
%plotwb2d2(K,L, 1024, .3,wl,vn);
XI igure(2)
Xplotvb2d2(K,L, 1024, .3,wl,w2);
figure~i)
Xplotwb2d(K,L,1024, .3,w-.o);
plotvb2d(K,L,1024, .2,wl);
hold
plotvb2d(K,L,1024, .226,wl);
plotwb2d(K,L,1024, .25,wl);
plotwb2d(K,L, 1024, .275,w1);
plotwb2d(K.L.1024, .3,.1);
plotwb2d(K,L, 1024, .325,wl);
plotub2d(KL,1024, .35,wl);
plotwb2d(K,L,1024, .375,w1);
plotwb2d(I,L, 1024, .4,31);
hold
figure(2)
plotwb3d(K.L,32,wl);
Vfigure(2)
Xplotwb2d2(K,L, 1024, .3,11 ,2);
X:figur*C3)
Xplotgfl(K,L, 1024,c-.ang,w..o);
figur.(4)
plotgfl(K,L,1024,-17.5,wl);
hold
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plotgfI(K,L,1024,-5.75..1);
hold
figure(s)
plotpf1(K.L. 1024.c-&.ng~w-.o);
figure(l)

Xplotwb3d.m
function ERI r plotwb3d(K.L.,w)
omega = 2*pi/1*(0:N) - pi;
theta = p1/N*(0:N) - piI2;
R z eros(1+1,141);
d x eroo(K*L*(N+1),N+1);
for il = :1+1;
for i2 =1:N+1;
d(l+(il-l)*K*L:il*K*L~i2)=kron(exp(-j*oa~ga(il)).'([0:L-1J *1)

,ezp(j~oaoga(il)*sin(theta(i2))) /(E(K-1)/2:-i: ((K-1)/2)-I+1J.))
end
1(i1,:) = w'*d(l+(il-l)*1*L:il*K*L,:);
end
meuhc(theta*180/pi~omega,10*loglO(abs(ft)./2))
ilabol('DOA in degrees')
ylabol(INormalized f in red')
zlab~l('Gain in dB')

Xbfbbf4-...
clear
L 6;
X 15;
fl .3;

f2 .4;
doe 1;
c-.ang = 5.74;
R-.thetac a zucuneu(K,L,c-.aag,fl,f2,doc);
R-.thetal = ascinew(K,L,23.68,fI,f2,doc);
R-.theta2 = uscinnev(K,L,36.87,fI,f2,doc);
eigena avd(R-thetac)
(D,per-.eaJ = getD(K,L,eigen,.9999)
sign..sq =.01;
sigl-.sq 10;
sig2..sq 100;
R-.xx = sigl-s.q*I'Lthetal + sig2-.sq*R-theta2 + sign-s.q~eye(X*L);
(U,S,VJ = avd(R-.thetac);

U = :,D)

V = VC:,1:D);
SL= S(1:D,1:D);

C = VL

fi = my'fcen(KL,c-.ang,fI.f2,doc);
f =inv(S-.L)*U-.L'*fi;

wo= C~inv(C'*C)*I;
RI = ivRx)
v= RI*Coinv(C'*RI*C)1I;
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plotub2d(IL, 1024..3,.);
hold

plotwb2d(KL,1024, .325,);
plotvb2d(K,L, 1024, .375,);

plotwb2d(K.L. 1024, .4.w);
hold
figure(2)
plotgfI(K.L,1024,c.aAg,...o);
:figure(3)
plotptl(K.L.1024,c-.ang.w-.o);

figure(4)
plotvb2d(K.L, 1024, .3,w-.o);
hold
plotwb2d(KL, 1024, .326,w-.o);
plotwb2d(KL,1024, .35,w-.o);
plotwb2d(K.L, 1024, . 375,v.o);
plotvb2d(K,L,1024, .4,w..o);
hold
figure C )

Xbfbbadddb .
clear
L =5;
K =16;
cod = 1;
c~ang =0;
c..angl =-5;
c..ang2 =0;
U = .2;
12 =.4;

sign-e.q = .01;
sigl-.sq = 1;
aig2..aq = 1;
R-thetal = Rtdb(K,L,30,35,fl,f2,1);
XR-theta2 = Rtdb(K,L,40.45,tl~f2,1);
R~thetac = Rtdb(K,L,c-.angl~c-.ang2,fl,f2,1);
%R..thetac: = ikscunew(K,L,c..ang,fl,f2,I);
sigen = avd(R-.thetac)
%[D,Per-.enJ = gotD(K,L,eigen,.87)
D =ceil(((K- 1) *(sin (c-.ang2*pi 1B0) -sin (c-.angl*pi/ 180)) +L- 1) *2*(2-f 1) +1)
per-o.n =sum(eigen(1:D,1))/suz(eigen)
%RLxx = sigl-s.q*R-thetal + sig2-s.q*RLtheta2 + sign-.sq*oye(K*L);
%R-xxn =RI + sign...qseye(K*L);

R~x= higl-sq*R-thetal + sign-s.qeeye(K*L);
Xlixx a sign...q*eye(K*L);
CU,S,V] = ovd(R..thetac);

_ = :,D)

SL= S(1:D,1:D);
V = :,D)

A-12



C x V-.;
fi= ftdb(K,L,c-.aag1,c-.ang2,i1,i2,1);

Xli * &yicen(K.L,c-.ang4f142,1);

f inv(S-L)*U-.Ll*fi;
W.0 z C~inv(C'*C)et;
lINY a iny(R..zx);
XlIUVu ai u &xz)
w = 1.IuVOCeiav(C'*IINVOC)*I;
Xiii a lXNVn*Celnv(C'oRINuh'C)eI;
Xtigure(l)
Xplotfftwb(K,L,512, .3,.);
Xiigurs(2)
Xplotwb2d(K,L,1024, .2,w);
%hold
Xplotwb2d(K,L.1024, .225..);
Xplotwb2d(K,L.1024, .25..);
Xplotub2d(KL,1024, .275,.);
Xplotwb2d(K.L.1024, .3,w);
Xplotwb2d(K,L,1024. .325i,.);
Xplotwb2d(K,L,1024, .35,.);
Xplotwb2d(K,L,1024, .375,w);
Xplotwb2d(K,L, 1024, .4,w);
%hold
figure(3)
plotull(KL.1024, ((c-angl~c-.ang2)/2),w);
figure(4)
plotpfl(K,L,1024.((c-.angl+c..ang2)/2) ,w);
figure~i)

Xbfbbrefrn .a
clear
K =16;
L =15;
fl= .2;
f2 =.3;
cod =1;
c-.ang a -45;
P =9;
rc =.5;
sign...sq = .01;
R-.11 =uscuaev(K,L,4S,f1,i2,cod);
R_.21 = scu2Ih(K,L,4S,fI,f2,cod,P);
R_.12 = scz12h(K,L,4S,f~If2,cod,P);
11_22 = mcu22(K,L,4541I,f2,cod);
%R_.22 z scmn..CK,L,-45,i1,f2,cod);
Rlxx R_1..1 + rc*l..21 + rc*R-.12 + (rc.-2)*R..22 + sign..sq*eye(K*L);
l..thetac - uscinn..(K,L, c-.azg, 1,f 2, cod);
sigen = svd(R-.thetac);
ED,per-e.n] = getD(KL,eigeu,.9999)
[U,S,VJ = ovd(R-.thetac);
- = :,D)
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S- S(1:D,1:D);

C VL;
ti W ycuarei(IL,c-.ang,fl,f2,cod,P);

*- Ceinv(C'eC)*f;
lINV inv(l..uz);
v = RIINV*C*inv(C§eDIIVCC)e'I;
figur.(1)
plotwb2d(K,L,1024, .2,.);
hold
plotwb2d(K,L,1024, .225,w);
plotwb2d(K,L, 1024, .25,w);
plotwb2d(K,L, 1024, .276,w);
plotwb2d(K,L, 1024, .3,w);
plotwb2d(K.L.1024, .325,.);
plotwb2d(KL.1024, .35,w);
plotwb2d(K,L,1024, .375,.);
plotwb2d(K,L, 1024, .4,w);
hold
%plotwb2d(KL,1024, .3,w);
out-p = *Rxw

lO*loglO(out..p)

%outputpounbq. a
clear
d =1;
n =16;
lambda = 2;
uigmaa...q = le-6;
rc =.25;
P =8;
del = 2*P*.707;
R-.aa. = [1 rc*exp(j*2*pi/laabdasdeled);..

rc~eep(-j*2*pi/laubdaedel*d) rc.-2J;
did = exp(j*2*pi*d/laubda*(0.707)).2(E(n-1)/2:-1:((n-1)/2)-n+1J *3);

dii = exp(j*2*pied/lambda*(-0.707)).-([(n-1)/2:-1:((n-1)/2)-n+IJ *);
do = .p(j*2*pi*d/lambda*(-0.707)).-([(n-1)/2:-1:((n-l)/2)-n+1J.');

f 1;
W0 c*inv(c'oc)*t;

cc c c W-03o;
[U,S,VJ = svd(cc);

Cu= 1J(:,2:n);

R = [did diiJ;
R-xxr = H*R-aa*H' + sigman.sqeeye(n);
RI = iuv(R..xx);
.1 = RI*c*inv(c'I'RI*c)*I;

*- inv(C..n'eft...x*C..n)*C..n'*R..x*w..o;
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w2 = w-o - Cuvn
op = zeros(181,1);
opdb =zeros(181,1);
for sing = -90:0;
angr = ang*pi/l8O;
di = exp(-j*2*pi*d/laubda*aiu(angr))
R [ di) ;
Ri = H*H' + sigoan-s.qceye(n);
op(an~g+9i) - w..o'*Rx'iw-.o;
opdb(ang+91) = 1O*loglO(op(ang+9i));

end
for ang = 1:90;
angr = ang*pi/180;
rc (anp-2)/C~pi/i)^2);
del =2*P*sin(angr);
R..aa. D rc~eep(j*2*pi/laabda*del*d);..

rc'exp(-j*2*pi/lambdaedel*d) rc.-;
did = .xp(j*2*pi*d/lambda*sin(ang)). ( (n-i)/2:-i: ((n-1)12)-n+1J.');
dii = exp(j*2*pi*d/lambda*sinC-angr)) .-((n-l)/2:-1: C(n-l)/2)-n+1) .1);
B [did dii);
Rx H*R..a.a*H' + sigman-..q*eye~n);
op(ang+91) = w-.o'*Rx*w..o;
opdb(ang+91) = 10*logIO(op~ang+91));
end
angles = [-90:90);
plot Cangles, 10*loglO (a~bs op)))
xlabel( 'DOA')
ylabel('Output Power in dB with Quiescent Weights')

%outputpowubw .m
clear
d =1;

n =16;

lambda = 2;
sigman-.sq = 19-6;
rc =.25;

P =8;

del =2*P*.707;
R..aa. = Cl rc*exp(j*2*pi/lambda*deled);..

rc*exp(-j*2*pi/lanbdacdel*d) rc.-;
did =exp(j*2*pi*d/lambda*(0.707)).-(E~n-l)/2:-1:C(n-1)/2)-n+lJ.');
dii = exp(j*2*pi*d/lambda*C-0.707))./C[(n-1)/2:-1:((n-i)/2)-n+l).');
do = exp(j*2*pi*d/lambda*C-0.707)).-([(n-i)/2:-l: C(n-l)/2)-n+1J.');
c =do;

f 1;
wo= c*inv(c'*c)*f;

cc = [c w....3;
[U,SV) = svd~cc);
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H = [did dii];
R-xx = I*ft,.a*H' + sigman-.sq*eye(n);
RI = inv(R..xx);
ul = RIlecinv(c'*RIec)*I;

wu= inv(C..n' *R-.xx*C..n) *C-.n' *R-.xx*w..o;
w2 = w-.o - Cnwn
op = zeron(181,1);
opdb = zerou(181i1);
for ang = -90:0;
angr = azag*pi/180;
di = exp(-j*2*pi*d/laubda*sin(angr)) ([0:a-1J.');
H = [di) ;
Rx = H*H' + siguan-.sq*eye(n);
op(ang+91) = 2'*Rx*w2;
opdb(ang+91) = 10*logIO(op(ang+91));
end
for ang = 1:90;
angr = ang*pi/180;
rc =(augr-2)/((pi/2)-2);
del =2*P*sin(angr);
R..aa ElC rc*.zp(j*2*pi/laubda*del*d);..

rc*exp(-j*2*pi/laabda*del*d) rc.-;
did = xp(j*2*pi*d/lambda*sin(ang)).-([(rn-)/2:-i:((n-l)/2)-n~i) .3);
dii= exp~j*2*pi*d/laabda*sin(-angr)).7(t(n-1)/2:-1:((n--i)/2)-n+i) .1);
H [did dii);

=x H*K..a&*H' + uigman-.sq*eye(n);
op~ang+91) = 2'*Rx*w2;
opdb(ang+9i) = i0*loglO(op~ang+9i));

end
angles = E-90:90);
plot (angles, 10*logIO(a~bs(op)))
xiabeliC DOA')
ylabel( 'Output Power in dB with Adapted Weights')

%outputpovq. a
N 16;
L 25;
fl= .3;

12 .4;
doc = 1;
c-.an~g = -46;
ang = 45;
P =9;

rc =0.25;
sign-e.q = .01;
R-11 = mscanew(KL,ang,fi,f2,doc);
R-21 = ascz2ih(K,L,ang,fiif2,doc,P);
R-12 = msczl2h(K,L,aug,fI,12,doc,P);
R-22 = mscz22CK,L,ang,fI,f2,doc);
L-thetac = uscinnev(K,L~c-.aug,fI,f2,doc);
L-xx = R-ii + rc*RL2i + rc*Li12 + (rc.-2)*L-22 + sign..sq*eyeCK*L);
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eigen = vd(R..theta~c);
ED~per....n = getD(K.L~eigon,.9999);
(U,S,VJ = svd(R-.thetac);

S-L aS(1:D,1:D);

C = VL

Ii = uyfcwnrei(K.L.c...ang~il.i2,doc,P);
f= inv(S..L)*U-.L'eii;
W- Ceiuv(C'*C)*f;

CC = [C ...oJ;
EUU.SSVVI = svd(CC);
Cn= UU(:,D+1:K*L);
wn= nv (C-.n' *Rzx*C.n) *C-n '*R 11*.a;

w2 = w.... - Cnwn
RINV = inv(R..xx);
w RINV*C*inv(C'*RINV*C)*f;
op,= zeras(i8i, 1);
opd~b = zeros(1811I);
for ang = -90:0;
R = iscmnev(16,L,ang,f1f2,doc);
Rx R f + sign...sqeeye(K*L);
op(ang+91) = v..o'*Rx*v..o;
opdb(ang+91) = 10*laglO(op(ang+91));
and
far ang =1:90;
engr = ang*pi/180;
re = (anWgr2)/((pi/2)-2)
R-11 = mscmnew(K,L,ang,fI,f2,doc);
R-21 = mscm2lh(K,L,ang,fI142,docP);
R-12 = .scal2h(K,L,ang,f1,f2,doc,P);
R-22 = uscm22(K,L,ang,fl.12,doc);
IRi = R-11 + rc*R..21 + rc*R_.12 + (rc-2)*R-.22 + sign-.sqeeye(K*L);
op(ang+91) = v..a'*Rx*w...;
opdb(ang+91) = 10*lagIO(op(ang+9i));
end
opuax = mxo)
opnorm = op/ophaa,
angles = C-90:90];
plot(angles, 10*logIO(opmiax))
xiabeiC 'DOA')
ylabel('Normalized Output Paver in dB with Quiescent Weights')

%outputpoww .u
K = 16;
L = 25;
21 .3;
f2 =.4;
doc =1;
c~ang = -45;
ang = 45;

A-17



P = 9;

re = 0. 25;
higzL-sq a .01;
R-.11 = zscn~w(K,L,ang~tIt2,doc);
R-.21 a usca21h(K,L,ang~tlt2,doc,P);
R-12 = .scm12h(K,L,azzg,tI,t2,docP);
R-.22 =scx22(K,L,azig,flIt2,doc);
R..thetac = mxcmnew(KL,c-.ang~fI~t2,doc);
Rlxx =R-.11 + rc*R..21 + rc*R..12 + (rc.-2)eJC22 + sign...q*eye(K*L);

eigen ovd(R..thetac);
ED,per-e.n] = gotD(K.L,eigen,.9999);
(U,SVJ = ovd(R-.thetac);

SL= S(1:D.1:D);
V = :,D)

C =_L
fi myicenref(K,L,c-.ang,fl,i2,docP);

f =inv(SJ..)*-Ll'*ti;

V- C*inv(C'*C)*f;
CC= EC W-03o;
[UUSS,VVJ a avd(CC);
Cn= UU(:,D+1:X*L);
wn= inv(C...'*R-.xx*C...)*C...' *R..xx*w...o;

.2 = w-.o - Cnwn
RI1EV =invOR-xx);
w = RIIV*C*iuv(C'*RINV*C)*f;
op = zeros(181,1);
opdb =zeros(181,1);
for ang = -90:0;
R = mbcunew(16,L,ang~fl,f2,doc);
Rx = Rt + sign-.sq*eye(K*L);

op(ang+9i) = w*xw
opdb(ang+91) = 10*loglO~op(ang+91));
and
for ang = 1:90;
angr = ang*pi/180;
rc = (ang~r2)/((pi/2)-2);
R-.11 = mscmnev(K,L,ang,fI42,doc);
R-.21 = msc.2Ih(K,L,ang,fI,f2,doc,P);
R-.12 = .acml2h(K,L,ang,f1,f2,doc,P);
R-22 = uucu22(K,L,ang,il~f2,doc);
Rx = R-.11 + rc*R-.21 + rc*R..12 + (rc-2)*D...22 + sign-.sq*eye(K*L);
op(ang+9i) = w'*ftx*v;
opdb(ang+91) = 10*loglO(op(ang+91));
end
opuax = ax(op);
opnorm - op/opx.
angles = C-90:90J;
plot (angles, 10*loglO(opuax))
xlabel( 'DOA')
ylabel('Normalized Output Power in dB with Adapted Weights')
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